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Abstract 
Deep brain stimulation (DBS) is an electrical therapy for several advanced neurological 

disorders such as Parkinsonôs disease (PD). The improvement of current DBS technique 

has gained more importance in order to increase the therapeutic benefits and reduce the 

side effects. The electrical stimulation of the deep brain is administered at standard high-

frequency (HF) or by using dedicated patterns intending the modulation of pathological 

neuronal activity. Apart from the development of new stimulation protocols such as the 

desynchronizing coordinated reset (CR) DBS protocol, a continuous and appropriate 

adjustment of the stimulation parameters might increase the efficacy of DBS. Therapeutic 

benefits could be maximized by a system that automatically detects the demand for further 

stimulation and continuously modifies the stimulation parameters. For instance, such a 

system can help the clinician to find the optimal parameters easily, without lengthy test 

procedures. In this thesis, the technical realization of a demand-controlled application of 

CR DBS for Parkinsonôs disease (PD) with a portable neurostimulator is investigated. The 

applicability of such an autonomic system is studied retrospectively using local field 

potential (LFP) and resting tremor recordings from PD patients, as well as LFP recordings 

from parkinsonian non-human primates were used. A demand-controlled application of 

DBS requires a real-time analysis of the on-going pathological activity. LFP recordings 

during DBS are normally contaminated by strong artifacts that are caused by technical 

drawbacks. The artifacts inhibit the examination of the presence of pathological activity. 

Therefore, software-based technical solutions for artifact reduction were developed and 

implemented to obtain clean feedback signals from the recordings. Additional tests were 

performed on LFP recordings in saline solution to evaluate the performance of the 

implemented algorithms. Results obtained from these tests indicated the efficacy of the 

algorithms in removing most of the artifacts. Furthermore, the biological recordings were 

analyzed to find biomarkers of the pathological activity that can be used as a criterion to 

quantify the demand for tuning the stimulation parameters. The proposed approach aims to 

analyze and monitor the variation in the strength of such pathological activities. A 

demonstration of the tuning of several HF and CR DBS parameters was performed in real-

time with a digital signal processor (DSP) board using tremor-like recordings collected 

from a healthy subject. This thesis explores and demonstrates the design and 

implementation of a demand-controlled application of DBS that is adapted according to the 

pathological fluctuations of patients and can be more efficacious than standard continuous 

DBS technique. 
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Kurzfassung 
Die tiefe Hirnstimulation ist eine elektrische Therapie für verschiedene fortgeschrittene 

neurologische Erkrankungen wie die Parkinson-Krankheit (PD). Die Verbesserung der 

tiefen Hirnstimulation hat mehr an Bedeutung gewonnen, um den klinischen Nutzen zu 

erhöhen und die potenziellen Nebenwirkungen zu verringern. Die elektrische Stimulation 

des tiefen Gehirns kann mittels Standard-Hochfrequenz (HF) oder mit dedizierten, 

speziellen Mustern, die auf die Modulation der pathologischen neuronalen Aktivität 

abzielen, durchgeführt werden. Neben der Entwicklung von neuen Stimulations-

protokollen, wie des Protokolls der de-synchronisierenden ĂCoordinated Resetñ (CR), 

könnte eine kontinuierliche und gezielte Anpassung der Stimulationsparameter die 

Wirksamkeit der tiefen Hirnstimulation erhöhen. Der therapeutische Nutzen könnte somit 

durch ein System, das den Bedarf für eine weitere Stimulation automatisch erkennt und 

ständig die Stimulationsparameter modifiziert, maximiert werden. Darüber hinaus kann ein 

solches System den Ärzten helfen, die optimalen Stimulationsparameter ohne langwierige 

Einstellungsprozeduren leicht zu finden. In der vorliegenden Arbeit wird die technische 

Realisierung einer bedarfsgesteuerten Anwendung der CR Stimulation für Parkinson-

Patienten mit einem tragbaren Neurostimulator vorgestellt. Die Anwendbarkeit eines 

solchen autonomen Systems wird retrospektiv erforscht. Zu diesem Zweck wurden bereits 

vorhandene Aufnahmen der lokalen Feldpotentiale (LFP) und des Ruhetremors von 

Parkinson-Patienten, sowie LFP Messungen von nicht-menschlichen Primaten, die unter 

Parkinson-Symptomen leiden, verwendet. Die bedarfsgesteuerte Anwendung der tiefen 

Hirnstimulation erfordert eine Echtzeit-Analyse der pathologischen Aktivität. LFP 

Aufnahmen während der tiefen Hirnstimulation sind in der Regel von starken Artefakten 

kontaminiert. Diese Artefakte verhindern die einfache Analyse der erfassten Daten zur 

Feststellung des Vorhandenseins einer pathologischen Aktivität. Deshalb wurden software-

basierte technische Lösungen für die Unterdrückung von Artefakten entwickelt und 

implementiert. Weitere Tests wurden mit LFP Aufnahmen vorgenommen, die im Rahmen 

von Messungen in Salzlösung gewonnen wurden. Diese Messungen helfen, die Leistung 

der implementierten Algorithmen zu beurteilen. Die Ergebnisse aus diesen Tests zeigten, 

dass die entwickelten Algorithmen die meisten Artefakte hochwirksam entfernen können. 

Weiterhin wurden die biologischen Aufnahmen analysiert, um Biomarker für die 

pathologische Aktivität zu finden. Diese Biomarker können als Kriterium verwendet 

werden, um den Bedarf zur Anpassung der Stimulationsparameter zu quantifizieren. Somit 

können entsprechend des vorgeschlagenen Ansatzes die Veränderungen in der Stärke der 

pathologischen Aktivität analysiert und überwacht werden. Die Anpassung von 

unterschiedlichen HF und CR Stimulationsparametern wurde in Echtzeit mit einem 
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digitalen Signalprozessor (DSP), anhand von Parkinson-zitterten-ähnlicher Messdaten 

eines gesunden Probanden, präsentiert. Somit kann diese Arbeit die Konzeption und 

Umsetzung einer bedarfsgesteuerten Anwendung der tiefen Hirnstimulation demonstrieren 

und zeigt, wie die pathologischen Schwankungen der Patienten für die Anpassung der 

Stimulationsparameter verwendet werden können. Es ist zu hoffen, dass solche Verfahren 

die Wirksamkeit der tiefen Hirnstimulation ï englisch: Deep Brain Stimulation (DBS) - 

verbessern können.  
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ϣϲмϼАцϜ  Ј϶Яв 

МϝвϹЯЮ ХугЛЮϜ ϿуУϳϧЮϜDeep Brain Stimulation (DBS)I    ЌϜϽвϜ ϢϹЛЮ ϣуϚϝϠϽлЪ ϣуϮыК ϣузЧϦ нк

  Эϫв ϣвϹЧϧв ϣуϡЋКвϽЌ    днЃзЪϼϝϡЮϜParkinson's Disease (PD)I  .ϟЃϧЫϦ   ϢϽЫТ  ϽтнГϦ    ϣузЧϧЮϜ иϻк

ϣугкϒ  ϽϡЪϒ  Йв  ϥЦнЮϜ  ев   ЭϮϒ   ϢϸϝтϾ  ЮϜ ϜмУϚϸ  тϮыЛЮϜϣ  мЬтЯЧϦ  ϼϝϪфϜ  ϯЮϜ ϡжϝϣу  ϣЯвϦϲвЮϜ аϦϦ .    ϿуУϳϧЮϜ ϣуЯгК

  сОϝвϹЮϜеК  ХтϽА  ЬϝЂϼϖ  ϤϝϠϻϠϺ  ϣуϚϝϠϽлЪ  ϣуЮϝК  ϸϸϽϧЮϜ  )HF (High Frequency   мϒ ϢϽгϧЃв ϝвϜ  

аϜϸ϶ϦЂϝϠ  Аϝвжϒ  ϣЊЊ϶в   дв   иϻк  ϤϝϠϻϠϻЮϜ    пЮϜ  ХАϝзгЮϜОϝвϹЮϜϣТϹлϧЃгЮϜ ϣу  ЌϽПЮ  пЯК ϽуϪϓϧЮϜ   АϝЇзЮϒ  

сЎϽгЮϜ  ϝтыϷЯЮ  ϣуϡЋЛЮϜ  .ϣТϝЎшϝϠ  пЮϖ   ϢϽЫТ  нГϦϽт  ϤънЪнϦмϽϠ  ϿуУϳϦ  сϚϝϠϽлЪ   ϢϹтϹϮ  Эϫв   ЬнЪнϦмϽϠ  

ϢϸϝКшϜ  ϣлϮнгЮϜ  Coordinated Reset (CR) DBS  мрϻЮϜ  т РϹл  пЮϜ  ϢϸϝКϖ  АϝЇзЮϜ  сϡЋЛЮϜ   сЎϽгЮϜ  

пЮϜ  ЮϝϲЮ ϞϽЦϒ ϣ̪ϣуЛуϡГЯ  ϽϡϧЛϦ   ϢϽЫТ   ϧЮϜбтнЧ  ЮϜ бϚϜϹ   ϟЂϝзгЮϜм  ЮϤывϝЛг  ϿуУϳϧЮϜ    ϢϹКϜм ϽϫЪϒ   ϢϸϝтϿЮ   ϣуЮϝЛТ  

ϣузЧϦ  ЬϜ  DBS,    ыϫвеК  А ϽХт  ϽтнГϦ   аϝЗж  сЫуϦϝвнϦмϒ  ϼϸϝЦ  пЯК  РϝЇϧЪϜ  ЭуЯϳϦм  АϝЇзЮϜ  сϡЋЛЮϜ  

сЎϽгЮϜ   бууЧϦм  ϣϮϝϳЮϜ  пЮϜ  ϼϜϽгϧЂϜ ϣт   ϿуУϳϧЮϜ  сϚϝϠϽлЫЮϜ  МϝвϹЯЮ   мϜ  ϽууПϦ  ϿуУϳϧЮϜ ϤывϝЛв   ϣвϹϷϧЃгЮϜ  

ЭЫЇϠ   бϚϜϸ  .сТ   иϻк  ϣϲмϽАцϜ  ϝзгЦ   ϣЂϜϼϹϠ  ϣужϝЫвϖ  ̭ϝЇжϖ  ХуϡГϦ  сЫуϦϝвнϦмϜ  ϣузЧϧЮ  ϿуУϳϧЮϜ    сϚϝϠϽлЫЮϜ

ЛЮϜХуг  МϝвϹЯЮ  пЎϽгЮ  ЭЯЇЮϜ  ЄϝКϽЮϜ  Йв  ϾϝлϮ  Ьнгϳв  ЭгЛϧЃт  ϿуУϳϧЯЮ  сϡЋЛЮϜ  .РϹлт  Ϝϻк  ХуϡГϧЮϜ  пЮϜ  

 ЭтϹЛϦ  ϤывϝЛв   ϿуУϳϧЮϜ  сϚϝϠϽлЫЮϜ  ϹзК  ϣϮϝϳЮϜ   БЧТ  ЁЫЛϠ   ϤϝузЧϧЮϜ  ϣуЮϝϳЮϒ  сϧЮϜ  ϿУϳϦ  МϝвϹЮϜ  ЭЫЇϠ  ϽгϧЃв  .

 ϹЧЮ   бϦ  ЭгК ϣЂϜϼϸ   ϣуКϝϮϽϧЂϜ retrospective study ϣужϝЫвш  ХуЧϳϦ  ϜϻЫк  ϡГϦ Ху   аϜϹϷϧЂϝϠ  еуКнж  ев  

 ϤϝжϝуϡЮϜ  ϣЯϯЃгЮϜ  ϝЧϡЃв  : ИнзЮϜ  ЬмцϜ  нк   ϤϝАϝЇзЮϜ  ϣуϡЋЛЮϜ  ϣуОϝвϹЮϜLocal Field Potential (LFP)I  

ϣЯϯЃгЮϜ  еК   ХтϽА ϟГЦ  сϚϝϠϽлЪ ИмϼϿв  сТ  ϣЧГзгЮϜ  ϣТϹлϧЃгЮϜ  сТ  МϝвϹЮϜ   бϦ    ЬнЋϳЮϜϝлуЯК  ев  пЎϽв 

днЃзЪϼϝϡЮϜ  евм  ϤϝтϹϪ  ϝуЯК  ϽуО  ϣтϽЇϠ  ϝлϧϠϝЊϜ бϦ  ϼϝϡЮϝϠднЃзЪ  )ϸмϽЦ  ϝЪϝЫгЮϜ  -  Macaque monkeys (  

ИнзЮϜм  сжϝϫЮϜ  нк  ϤϝЂϝуЦ  ЄϝКϽЮϜResting TremorI    днЃзЪϼϝϡЮϜ пЎϽв сТеК  ХтϽА  ϤϝЂϝЃϲ    ЀϝуЧЮ

.ϣϠϝЋгЮϜ РϜϽАцϜ сТ ϤϜϾϜϿϧкъϜ   дϖ  ̭ϝЇжϖ  ХуϡГϦ  бууЧϧЮ  ϣϮϝϳЮϜ   ϢϸϝКш  БϡЎ  ϤывϝЛв  ϿуУϳϧЮϜ   ϟЯГϧт  

 ̯ыуЯϳϦ  сТ  ϥЦнЮϜ  сЧуЧϳЮϜ  АϝЇзЯЮ  сЎϽгЮϜ  .ϤыуϯЃϦ  АϝЇзЮϜ  сϡЋЛЮϜ  сТ  МϝвϹЮϜ  днЫϦ   ϢϸϝК  ϣІнЇв  ϣϯуϧж 

ЍЛϡЮ  ϞнуЛЮϜ  ϣузЧϧЮϜ  Ϧ сϧЮϜ Йзг  ϣЂϜϼϸ  м  ЭуЯϳϦϤϜϼϝІшϜ  ϣуϡЋЛЮϜ  ϣЯϯЃгЮϜ  ев  пЎϽгЮϜ  .̪ЩЮϻЮ   бϦ  ϽтнГϦ  

ЬнЯϲ  ϣузЧϦ  ϣуϯвϽϠ  )ϤϝувϾϼϜн϶  (ЭуЯЧϧЮ  ЅтнЇϧЮϜ  ЬнЋϳЯЮм  пЯК  ϤϜϼϝІϖ   ̭̯ϝЧж ϽϫЪϒ  . бϦ  ϼϝϡϧ϶Ϝ  

ϤϝувϾϼϜнϷЮϜ  пЯК  уϯЃϦ Ϥы  LFP  ев  ϞϼϝϯϦ  ϣтϽϡϷв  сТ  ЬнЯϳв  сϳЯв  .ϤϽлДϒ  ϭϚϝϧзЮϜ   ϣуЮϝЛТ  

ϤϝувϾϼϜнϷЮϜ  сТ  ϣЮϜϾϖ  ЅтнЇϧЮϜ  .ϝгЪ   бϦ  ϣϯвϽϠ  ϤϝувϾϼϜн϶   оϽ϶Ϝ ЭуЯϳϧЮ  ϤϝжϝуϡЮϜ  ϞϝЃϳЮм   ϤϜϽІϕгЮϜ  

ϣтнуϳЮϜ  пЯК  ϸнϮм   ϤϝАϝЇзЮϜ  ϣуЎϽгЮϜ    ХтϽА еКϹЊϼ  ЭуЯϳϦм  ϤϜϽуПϧЮϜ  сТ   ϢнЦ  АϝЇзЮϒ  сϡЋЛЮϜ 

сЎϽгЮϜ  . иϻк  ϤϜϽІϕгЮϜ   ЮϜ уϳϣтн   бϧт  ϹϷϧЂϜϜϝлв  ϼϝтЛвЪ  аттЧϦЮ  ϣϮϝϳЮϜ  ш ϢϸϝК  БϡЎ  ЮϜϤывϝЛг  ϣвϹϷϧЃгЮϜ 

ϿуУϳϧЯЮ.  УуЪ ЌϽЛЮϣу    ЭтϹЛϦϤывϝЛв  УЮϜ ϥЦнЮϜ сТ МϝвϹЯЮ сϚϝϠϽлЫЮϜ ϿуУϳϧЮϜ  сЯЛ бϦ  ϟтϽϯϦ  сϚϹϡв    ХуϡГϧЯЮ

ϣузЧϦ Йв   ϢϸϝКъϜ  ϣлϮнгЮϜ  ϣГЂϜнϠ  ϭЮϝЛв  ϤϜϼϝІϖ  сгЦϼ  Digital Signal Processor (DPS)  пЯК 

ϦЃϤыуϯ  днЃзЪϼϝϡЮϜ ЄϝКϽЮ ϣлϠϝЇв   бϦ  ев ϝкϻ϶Ϝ  буЯЂ ЉϷІ  . иϻк  СЇЫϧЃϦ ϣϲмϽАцϜ   бугЋϦ   ϻуУзϦм  

ХуϡГϦ  ϣузЧϧЮ  ϝвнϦмϒϣуЫуϦ  ϿуУϳϧЯЮ    сϚϝϠϽлЫЮϜϜ ХгЛЮМϝвϹЮ    днЫϦ ϢϼϸϝЦ  пЯК  СуЫϧЮϜ  Йв  ϤϝϡЯЧϧЮϜ   ϣуЎϽгЮϜ  

еЫгтм дϜ днЫϦ ϽϫЪϒ ϣуЯКϝТ ев ϤϝузЧϦ  ϿуУϳϧЮϜ ϽгϧЃгЮϜ ϣтϹуЯЧϧЮϜ. 

  



v 

 

Contents 

Abstract ................................................................................................................................ i 

Kurzfassung ........................................................................................................................ ii  

   ........................................................................................................................ iv 

List of Figures ................................................................................................................... vii  

Abbreviations and Symbols ............................................................................................. ix 

Introduction  ........................................................................................................................ 1 

 Aim of the thesis .................................................................................................. 2 

 Structure of the thesis........................................................................................... 4 

Parkinsonôs Disease and Deep Brain Stimulation Protocols ......................................... 6 

 Parkinsonôs disease .............................................................................................. 6 

 Deep brain stimulation (DBS) ............................................................................. 8 

2.2.1 High-frequency (HF) stimulation protocol ............................................................... 11 

2.2.2 Coordinated reset (CR) stimulation protocol ............................................................ 12 

Technical Setup and Data Acquisition ........................................................................... 16 

 The portable neurostimulator ............................................................................. 16 

3.1.1 Digital signal processor board .................................................................................. 18 

 Data acquisition ................................................................................................. 19 

3.2.1 LFP recordings ......................................................................................................... 20 

3.2.2 Tests in saline solution.............................................................................................. 20 

3.2.3 Tremor recordings .................................................................................................... 21 

 Software applications ......................................................................................... 22 

Software-based Solutions for Artifact Reduction ......................................................... 23 

 Artifact reduction during CR DBS .................................................................... 23 

4.1.1 Stimulus artifact ........................................................................................................ 24 

4.1.2 Saturation artifact after stimuli ................................................................................. 32 

4.1.3 Power line interference ............................................................................................. 40 

4.1.4 Electrical background noise ...................................................................................... 44 

4.1.5 Rare movements and technical artifacts ................................................................... 45 

4.1.6 Optimal artifact reduction sequence ......................................................................... 46 

 Artifact reduction of spontaneous LFP and tremor recordings .......................... 49 

4.2.1 Digital filters ............................................................................................................. 49 

4.2.2 Signal de-noising using wavelets .............................................................................. 50 



vi 

 

Estimation of Demand for Tuning the DBS Parameters .............................................. 52 

 Data analysis during CR DBS............................................................................ 53 

 Estimation of demand during CR DBS .............................................................. 54 

 Analysis of spontaneous LFP and tremor recordings ........................................ 56 

 Estimation of demand with spontaneous LFP and tremor recordings ............... 58 

5.4.1 Tests with LFP and tremor recordings ..................................................................... 63 

 Tuning of CR stimulation parameters ................................................................ 69 

Summary and Discussion ................................................................................................ 78 

 Artifact reduction ............................................................................................... 80 

 Data analysis ...................................................................................................... 85 

 Proposed approach for tuning the DBS parameters ........................................... 86 

 Limitations and future directions ....................................................................... 88 

Implementation of the Nelder-Mead Algorithm in Simulink  ...................................... 90 

A.1 Algorithm ........................................................................................................... 90 

A.2 Applications ....................................................................................................... 94 

A.3 Implementation .................................................................................................. 94 

Simulink Modules ............................................................................................................ 98 

B.1 Data processing modules during CR DBS ......................................................... 98 

B.2 Optimization of the artifact reduction module ................................................. 111 

B.3 Data processing modules of spontaneous recordings ...................................... 114 

B.4 Adjustment of stimulation parameters module ................................................ 116 

Bibliography ................................................................................................................... 120 

Erklärung ........................................................................................................................ 128 

 

 

 

 

 

 

 

 

 

 

 

 

 

 



vii  

 

List of Figures 
 

Figure 2.1. A simplified diagram of the pathways in the basal ganglia ............................................ 7 

Figure 2.2. Main components of DBS device. ................................................................................... 9 

Figure 2.3. A model of an electrode implanted for DBS. ................................................................ 10 

Figure 2.4. Stimulation parameters of HF DBS protocol. ............................................................... 11 

Figure 2.5. Illustration of the neuronal desynchronization due to CR DBS. ................................... 13 

Figure 2.6. Stimulation parameters of CR DBS protocol. ............................................................... 14 

Figure 2.7. Schematic illustration of CR DBS patterns. ................................................................... 15 

Figure 3.1. Main hardware components used for the demand-controlled application ................ 17 

Figure 3.2. Graphical interface of the portable neurostimulator................................................... 18 

Figure 3.3. The TMS320C6713 DSP board. ..................................................................................... 19 

Figure 3.4. Experimental setup for LFP recordings in saline solution. ........................................... 21 

Figure 3.5. Flow diagram of the machine code .............................................................................. 22 

Figure 4.1. Stimulus artifact in the LFP recordings during CR DBS ................................................. 25 

Figure 4.2. Illustration of the concept of the candidate segment of data method ....................... 27 

Figure 4.3. Real-time delimitation of the off-cycles from the LFP recordings ............................... 28 

Figure 4.4. Illustration of the concept of building a sawtooth wave ............................................. 31 

Figure 4.5. Sawtooth wave with a higher number of off-cycles ..................................................... 31 

Figure 4.6. Variability of the exponential decays in the off-cycles ................................................. 33 

Figure 4.7. Exponential fitting of a polynomial fitting curve. ......................................................... 34 

Figure 4.8. Double exponential fitting of the off-cycles ................................................................. 36 

Figure 4.9. High-order (5th) exponential fitting .............................................................................. 37 

Figure 4.10. Segmentation of off-cycles and double exponential fitting ....................................... 38 

Figure 4.11. A comparison for a single segment and 3-segment fitting ........................................ 39 

Figure 4.12. Segmentation and double exponential fitting of short off-cycles .............................. 39 

Figure 4.13. Variability of PLI amplitude in the off-cycles .............................................................. 41 

Figure 4.14. Difference between two LFP channels for PLI removal ............................................. 41 

Figure 4.15. PLI removal by averaging of off-cycles ....................................................................... 42 

Figure 4.16. Transformation of the off-cycles from a non-linear form to a linear form. ............... 43 

Figure 4.17. Removal of PLI from off-cycles ................................................................................... 44 

Figure 4.18. Reduction of electrical background noise .................................................................. 45 

Figure 4.19. Rare movement and technical artifacts in the LFP recordings. .................................. 45 

Figure 4.20. Exponential fitting before and after the removal of PLI ............................................ 46 

Figure 4.21. Steps of the optimal artifact reduction sequence ...................................................... 48 

Figure 4.22. Magnitude response of the filters used for artifact reduction .................................. 49 

Figure 4.23. Application of the digital filters to a spontaneous LFP recording .............................. 50 

Figure 4.24. Application of wavelet de-noising technique to LFP recordings ................................ 51 

Figure 5.1. Real-time averaging of off-cycles with a simulated peak ............................................. 53 



viii  

 

Figure 5.2. Successive peaks revealed by averaging off-cycles ..................................................... 55 

Figure 5.3. Rescaling the power spectra of the un-concatenated off-cycles ................................. 56 

Figure 5.4. Spectral analysis of spontaneous LFP recordings ........................................................ 57 

Figure 5.5. Spectral analysis of spontaneous LFP recordings of two contacts .............................. 58 

Figure 5.6. Time-evolving power spectrum of a spontaneous LFP recording ............................... 59 

Figure 5.7. Flow diagram for successive detection of dominant frequencies ............................... 60 

Figure 5.8. Histograms of the 20 detected and buffered frequencies .......................................... 61 

Figure 5.9. Real-time averaging of the amplitudes of the detected frequencies .......................... 61 

Figure 5.10. Flow diagram for estimating the amplitude of two dominant frequencies .............. 62 

Figure 5.11. Tests with simulated sinusoids and signals recorded from an electrical circuit ........ 64 

Figure 5.12. Detected frequencies in LFP recording from a non-human primate ......................... 65 

Figure 5.13. Monitoring the dominant activities in the spontaneous LFP recordings. .................. 67 

Figure 5.14. Monitoring the strength and frequency of tremor .................................................... 68 

Figure 5.15. Real-time amplitude modulation during HF DBS ....................................................... 72 

Figure 5.16. Real-time amplitude modulation during sequential CR DBS ..................................... 73 

Figure 5.17. Real-time amplitude modulation during random CR DBS ......................................... 74 

Figure 5.18. Real-time adjustment of the number of pulses during random CR DBS ................... 75 

Figure 5.19. Real-time adjustment of the number of on-cycles during sequential CR DBS .......... 76 

Figure 5.20. Real-time adjustment of the number of off-cycles during sequential CR DBS .......... 77 

Figure 6.1. Flow diagram of the processing steps used in the demand-controlled application of 

CR DBS ................................................................................................................................... 79 

Figure 6.2. LFP recording from a PD patient during CR DBS .......................................................... 81 

Figure 6.3. Variability of the saturation (exponential) artifact in the off-cycles ........................... 82 

Figure 6.4. Tests of the implemented module using LFP recordings ............................................. 84 

Figure 6.5. Detection of successive peaks in the averaged off-cycles of a PD patient .................. 86 

Figure 6.6. Monitoring the variation of the dominant frequency in an LFP recording .................. 87 

 

Figure A.1. Iterative minimization of a simplex with 11 vertices in Simulink .............................. 93 

Figure A.2. Applications of the Nelder-Mead module to LFP recordings during CR DBS .......... 94 

Figure A.3. Rate of convergence of the double exponential and the reference signal of PLI........ 96 

Figure A.4. Rate of convergence of the 5th order exponenital fitting............................................. 97 

 

 

  



ix 

 

 

Abbreviations and Symbols 

 
ACC Resting tremor recording using accelerometers 

BRS Breathing sensor 
CMRR Common mode rejection ratio  

CR Coordinated reset 

DBS Deep brain stimulation  
DC Direct current 

DFT Digital Fourier transform 

DSP Digital signal processor  
ECG Electrocardiogram  

EEG Electroencephalogram  

EMG Electromyograms  

FFT Fast Fourier transform 

GPe Globus pallidus externus 

GPi Globus pallidus internus  
GUI Graphical user interface  

HF High frequency 

IPG Implantable pulse generator  

LAN Local area network 

LFP Local field potential  
McBSP Multichannel buffered serial ports  
NaCl Sodium Chloride 

PD Parkinsonôs disease  
PLI Power line interference  

PSD Power spectral density  

Pt/Ir Platinum/Iridium  

 

 

 

SNc Substantia nigra pars compacta 

SNR Signal to noise ratio 

SNr Substantia nigra pars reticulata 

STN Subthalamic nucleus 

USB Universal serial bus  
VIM  Ventral intermediate 
WLAN Wireless local area network 

  

 

 

 

  

 

# 

 

 



 

 

 



 

 

  

 

Introduction 

 
Deep brain stimulation (DBS) is an effective and approved1 electrical therapy for advanced 

Parkinsonôs disease (PD) with medically refractory symptoms and for several other 

neurological disorders (Coffey, 2009, Hariz, 2012, Benabid et al., 1991). For electric DBS, 

depth electrodes are chronically implanted in target areas in the brain and connected 

subcutaneously to an implantable pulse generator (IPG). The IPG is battery-powered and 

implanted under the patientôs collarbone. Via the depth electrodes, the IPG is used to 

administer a continuous high-frequency (HF) periodic pulse train (Coffey, 2009). HF 

(>100 Hz) is the standard DBS protocol and has been empirically developed relying on 

intra-operative observations. Despite therapeutic success for involuntary movement 

disorders, HF DBS still has some limitations. For instance, its therapeutic effects may wear 

off over time and undesired stimulation of neighboring areas might cause side effects 

(Kumar et al., 2003, Volkmann, 2004, Rodriguez-Oroz et al., 2005).  

Strong neuronal synchronization of brain activity has become one of the characteristics 

of PD (Lenz et al., 1994, Nini et al., 1995, Brown, 2003). The mechanism of HF DBS on 

the abnormal neuronal activity is still a matter of ongoing debate (Miocinovic et al., 2013, 

Carron et al., 2012). In order to improve the therapeutic effects of DBS, new stimulation 

protocols have been developed. Among them, coordinated reset (CR) has been introduced 

as a robust desynchronizing stimulation technique based on timely coordinated phase resets 

of synchronized neuronal populations (Tass, 2003b, 2003a). The objective of the CR 

protocol is to selectively counteract the pathological neuronal synchronization process 

(Tass, 2003b). CR protocol splits the entire synchronized neuronal population into several 

sub-populations in a timely coordinated manner that are phase-shifted with respect to each 

other ultimately leading to desynchronization (Tass, 2003b, 2003a).  

The further enhancement and detailed understanding of the DBS mechanism might 

have the potential to maximize therapeutic benefits, minimize power consumption and to 

extend the field of DBS application to other areas. Stimulation parameters of DBS are 

adjusted intermittently every few months to cope with the dynamic nature of PD (Deuschl 

et al., 2006a). This shows that a closed-loop technique that continuously adjusts the 

 
1 By the US Food and Drug Administration (FDA) 
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stimulation parameters according to the current pathological neuronal activity could be 

more effective than classical open-loop DBS (Rosin et al., 2011, Little et al., 2013). In this 

regard, the optimization of the stimulation strategy, through a demand-controlled 

application of desynchronizing CR DBS, is expected to have a strong impact on the 

reduction of side effects. This is because the stimulation amplitude and duration can be 

reduced considerably (Feng et al., 2007, Grant & Lowery, 2013). The demand-controlled 

application aims to optimize the stimulation effects by quantifying and detecting the need 

for further stimulation and appropriately adapting the stimulation parameters.  

A demand-controlled application requires a real-time analysis of the pathologic 

neuronal activity. The implanted electrodes for DBS offer a unique opportunity to record 

the pathological activity from the target area during CR stimulation. The electrical field in 

the vicinity of the implanted electrode, known as the local field potential (LFP), can provide 

relevant information about the pathological activity of large neuronal populations (Tass et 

al., 2010). LFP activity is believed to be modulated by DBS and that it correlates with motor 

and non-motor impairments (Priori et al., 2013, Little & Brown, 2012). LFP activity is 

characterized by multiple rhythms which operate at distinct frequencies (Brown, 2003, 

Cassidy et al., 2002, Levy et al., 2002, Foffani et al., 2005a). Furthermore, the analysis of 

the LFP activity could provide an insight into the mechanisms of action underlying DBS. 

Therefore, LFP recordings are still the most suitable candidate feedback signal for such a 

demand-controlled application of DBS (Priori et al., 2013). In addition, motoric symptoms 

of PD, particularly resting tremor, can be analysed to uncover their relationship to the 

pathological synchronization in the brain (Tass et al., 2010).   

 

 Aim of the thesis 

In this project, we investigate the technical realization of a demand-controlled application 

of CR DBS for Parkinsonôs disease (PD) with a portable neurostimulator. The main 

objective is to develop and implement technical solutions for real-time artifact reduction 

and data analysis. The applicability of such an autonomic system is studied retrospectively 

using two kinds of existing electrophysiological recordings:  

 

(i) Internal LFP recordings from PD patients and from non-human primates 

rendered parkinsonian. These include: (a) LFP recordings during 

desynchronizing CR DBS and (b) Spontaneous LFP recordings after CR 

stimulation sessions.  

(ii)  External recordings of parkinsonian resting tremor especially of the hands. 

The tremor signal was recorded by means of accelerometers simultaneously 

with the LFP signals during and after the CR stimulation sessions. 
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LFP recordings during active DBS are normally contaminated by strong artifacts that 

can be one million times greater than the LFP activity (Giannicola et al., 2012, Rossi et al., 

2007, Abosch et al., 2012). These artifacts hindered the investigation of the pathological 

neuronal activity. LFP recordings during CR DBS are contaminated by some artifacts such 

as stimulus artifacts, exponential decay/growth after stimuli, power line interference (PLI), 

and electrical background noise. To obtain a reasonable feedback signal during CR DBS 

for the demand-controlled application, we developed and implemented software-based 

technical solutions for real-time artifact reduction. An efficient solution for that was the 

software implementation of the Nelder-Mead algorithm which is an optimization technique 

based on the least squares method (Nelder & Mead, 1965). The aim of implementing the 

Nelder-Mead algorithm was to remove artifacts from short epochs of LFP recordings (i.e., 

up to 500 ms). In order to give a proof-of-principle and to optimize the flexibility and 

accuracy of the implemented technical solutions, off-line simulations and in-vitro tests (i.e., 

in saline solution) were performed. Results obtained from these tests showed a high 

efficacy of the implemented algorithms in removing most of the artifacts. For spontaneous 

LFP activity and tremor recordings after CR DBS, different techniques based on digital 

filtering and wavelet transform were used for artifact reduction.  

Analysis techniques of LFP recordings are typically performed in the frequency 

domain. In our application, the real-time spectral analysis of neuronal activity during CR 

DBS resulted to be more challenging because of the short data segments included in the 

CR stimulation protocol but are free of strong artifacts, e.g., the stimulus artifact. The short 

data segments were collected on a regular basis to analyze the pathological neuronal 

activity. We implemented several technical solutions for data analysis in order to calculate 

biomarkers-values of the pathological activity in the LFP recordings. During CR DBS, two 

analysis techniques were used: averaging of data segments and modified spectral analysis. 

The spectral power of the collected short data segments was scaled by a factor that was 

calculated from the selected CR stimulation parameters. In order to investigate the 

spontaneous LFP and tremor recordings, the spectral analysis was the main analysis tool. 

The variation in the spectral power of the LFP and tremor recordings was monitored over 

time to determine the demand value. Finally, tremor-like recordings from a control subject 

were used to test and demonstrate the real-time adjustment of CR DBS parameters.  

Off-line tests and simulations of the implemented technical solutions for the artifact 

reduction and data analysis were performed in MATLAB before being implemented and 

tested for real-time processing in Simulink. Afterward, the Simulink modules were 

converted into C files for hardware applications. The C files were compiled by a C compiler 

to generate a machine code that was finally tested on a digital signal processor (DSP) board. 

The latter is placed in a portable neurostimulator and is used for the implementation of new 

stimulation strategies. The portable neurostimulator is an external trial DBS device which 

was developed to apply HF and CR DBS protocols to patients (Hauptmann et al., 2009). 
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The portable neurostimulator is used for both stimulation and data acquisition and has the 

capability to simultaneously record LFP, tremor and other biological signals during 

stimulation (Hauptmann et al., 2009). The DSP board can instantaneously access the data 

acquired by the portable neurostimulator which is necessary for a closed-loop application. 

In this work, the LFP and tremor recordings used to investigate the realization of the 

demand-controlled application of desynchronizing CR DBS were recorded by the portable 

neurostimulator. 

 

 Structure of the thesis 

The thesis is organized as follows: 

Chapter 2 gives medical background about Parkinsonôs disease and its pathophysiology 

and some of its symptoms (Section 2.1). A technical description of the surgical technique 

DBS for Parkinsonôs disease is given in Section 2.2. DBS protocols such as the standard 

stimulation technique HF DBS and the newly developed technique CR DBS are presented 

in Section 2.2.1 and Section 2.2.2, respectively. In these sections, stimulation parameters 

and patterns of CR DBS are explained in more detail since most of the implemented 

technical solutions are dedicated to this DBS protocol.   

In Chapter 3 the technical setup and data used to test the demand-controlled 

application are introduced. The portable neurostimulator is presented in Section 3.1 and a 

brief description of the DSP used for real-time data processing is given in Section 3.1.1. 

Information about LFP recordings from PD patients, from non-human primates and in 

saline solution is given in Section 3.2.1 and Section 3.2.2. The tremor recordings from PD 

patients are described in Section 3.2.3. The software and program flow used to generate the 

machine code for our hardware applications are described in Section 3.3.  

Chapter 4 presents the technical solutions for artifact reduction. This chapter describes 

the implemented algorithms to remove the principal artifacts in the LFP recordings during 

active CR DBS (Section 4.1). These artifacts include: the stimulus artifact (Section 4.1.1), 

exponential decay/growth (Section 4.1.2), PLI (Section 4.1.3) and electrical background 

noise (Section 4.1.4). Further movement and technical artifacts are shown in Section 4.1.5. 

The optimal artifact reduction sequence during CR DBS is presented in Section 4.1.6. 

Technical solutions for artifact reduction of spontaneous LFP and tremor recordings are 

introduced in Section 4.2.  

Chapter 5 presents the technical solutions for data analysis and estimation of demand 

as well as the way how to tune the stimulation parameters. The implemented algorithms to 

analyse (i) LFP recordings during active CR DBS and (ii) the spontaneous LFP and tremor  

recordings are introduced in Section 5.1 and Section 5.3, respectively. The implemented 

algorithms to determine the demand from (i) the LFP recordings during active CR DBS 
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and (ii) from the spontaneous LFP and tremor recordings are introduced in Section 5.2 and 

Section  5.4, respectively. Examples for testing the technical solutions on simulated data, 

LFP recordings from non-human primates, as well as on LFP and tremor recordings from 

PD patients are shown in this chapter. The real-time tuning of CR stimulation parameters 

using tremor-like recordings from a control subject is demonstrated in Section 5.5. 

In Chapter 6 the results are summarized and discussed. Real-time artifact reduction 

and data analysis with the portable neurostimulator are discussed in Section 6.1 and Section 

6.2, respectively. The proposed approach for calculating the demand-value from LFP and 

tremor recordings during and after CR DBS is summarized in Section 6.3. Limitations and 

future directions are mentioned in Section 6.4. 

Appendix A gives information about the implementation of the Nelder-Mead 

algorithm in Simulink. The algorithm was the main technique used for the removal of 

exponential and PLI artifacts from the short data segments during active CR DBS.  

Appendix B represents the Simulink modules constructed for the demand-controlled 

application of DBS. All Simulink modules presented in this appendix were converted by 

the Embedded Coder of MATLAB  into C source files and tested with the DSP board within 

the portable neurostimulator.



 

 

  

 

Parkinsonôs Disease and Deep Brain 

Stimulation Protocols 

 

 Parkinsonôs disease 

Parkinsonôs disease (PD) is caused by an alteration of physiological activity of the basal 

ganglia; a group of nuclei in the brain that play a major role in the control of human 

movements, association and emotion (Brown, 2003, Bevan et al., 2002, Wichmann & 

DeLong, 1996). The main components included in the basal ganglia are the striatum, 

substantia nigra, globus pallidus and the subthalamic nucleus (STN) (Bevan et al., 2002). 

The substantia nigra is composed of the substantia nigra pars compacta (SNc) and the 

substantia nigra pars reticulata (SNr), while the globus pallidus consists of the globus 

pallidus externus (GPe) and the globus pallidus internus (GPi) (Bevan et al., 2002). A 

simplified diagram of the basal ganglia and its connections to other brain structures is 

shown in Figure 2.1. The dopaminergic neurons in the SNc produce the chemical 

neurotransmitter dopamine which is important for the functionality of the basal ganglia 

system (Alexander & Crutcher, 1990). The output nuclei of the basal ganglia (i.e. the GPi 

and the SNr) is connected with the striatum through two different pathways: direct and 

indirect (Obeso et al., 2000). These two pathways are antagonists in their function for motor 

control. The projection from the striatum to the GPi and the SNr forms the direct pathway, 

which decreases the inhibition of the thalamus and thus facilitates voluntary movements. 

The indirect pathway connects the striatum with the GPi and the SNr through the GPe and 

STN. The excitatory projection from the STN to the GPi and SNr increases the inhibition 

of the thalamus and thus reduces the muscle activity (Obeso et al., 2000). The balance 

between both pathways is maintained and modulated by the dopaminergic connections 

from the SNc to each nucleus (Bevan et al., 2002). Therefore, dopamine is associated with 

the balance and smoothness of muscle movements (Albin et al., 1989). Chronic and 

progressive degeneration of dopaminergic cells, especially in the SNc, reduces the level of 

dopamine (Priebe et al., 2012). This dopamine depletion can be associated with changes in 

the neuronal firing patterns (Magill et al., 2001). 
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Parkinsonôs disease is characterized by abnormal neuronal synchronization (Lenz et 

al., 1994, Brown, 2003) where neuronal populations e.g. in the thalamus or basal ganglia 

form a pacemaker that fires in a periodical manner (Deuschl et al., 2000). Under healthy 

conditions, these neuronal populations fire in an uncorrelated manner (Brown et al., 2001). 

Pathological oscillations in the local field potentials (LFP) recorded in the basal ganglia are 

divided into different bands: < 8 Hz (ñthetaò band), 8 ï 13 Hz (ñalphaò band) and 

14 ï 30 Hz (ñbetaò band) and > 60 Hz (ñhigh gammaò band) (Brown & Williams, 2005). 

The tremor frequency is classified in the range of 3 ï 10 Hz (Bergman & Deuschl, 2002, 

Brown & Williams, 2005). The limits of each band range are defined in different ways in 

order to detect the variations along different frequency regions and gain deeper 

understanding about the disease. 

 
Figure 2.1. A simplified diagram of the pathways in the basal ganglia. The main components included 

in the basal ganglia are the striatum, substantia nigra, globus pallidus (pars externus and internus) and 

the subthalamic nucleus. The direct pathway (indicated by the black arrows) goes from the striatum 

directly to the GPi/SNr and then to the thalamus. The indirect pathway (yellow arrows) goes from the 

striatum through the GPe and the STN and back to the GPi, then to the thalamus. The dopaminergic 

connections from the SNc are shown in green, excitatory connections (Glutamatergic) in red, and 

inhibitory connections (GABAergic) are in blue. This figure is modified from the figures presented in 

(Bevan et al., 2002). 
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Symptoms of PD are motoric and non-motoric. Non-motoric symptoms are such as 

depression, pain and sleep disorders (Chaudhuri & Schapira, 2009). Potential motoric 

symptoms include bradykinesia (slowing of physical movements), akinesia (complete loss 

of physical movements), rigidity, postural instability, and resting tremor (Bergman & 

Deuschl, 2002). Several studies have reported the efficacy of DBS in suppression of 

parkinsonian tremor (Volkmann, 2007, Nishio et al., 2009, Rodriguez-Oroz et al., 2005). 

In this thesis, we focus on resting tremor, since it can be externally recorded by means of 

accelerometers (Van Someren et al., 2006). Tremor-like recordings from a control subject 

were used to test the demand-controlled application of DBS; in particular, the real-time 

adjustment of the CR DBS parameters. 

Currently, there is no cure for PD; nevertheless, therapies with medications can 

alleviate the symptoms. A widely used drug for PD is L-Dopa; however, only a small 

portion of the drug reaches the dopaminergic neurons where it is transformed into dopamine 

(Latteri et al., 2011). The rest of the L-dopa is often metabolized to dopamine elsewhere, 

causing a variety of side effects (Wolf et al., 2006). Although the development of L-dopa 

has dramatically reduced the need for neurosurgical treatment for movement disorders, 

patients may become resistant to this drug treatment with time (Rodriguez-Oroz et al., 

2005).  

 

 Deep brain stimulation (DBS) 

DBS has become an effective treatment for advanced PD patients with medically refractory 

symptoms (Limousin et al., 1995, Benabid et al., 1991). The development of DBS for the 

treatment of neurological disorders is based on clinical observations and experimental 

results (Volkmann, 2007). In 1987, Benabid observed that permanent brain stimulation 

leads to therapeutic benefits like those achieved with surgical lesioning (Benabid et al., 

1987, Benabid et al., 1991). By mapping the brain to find the best location to remove 

tremor, Benabid noticed that acute stimulation of the ventral intermediate (VIM ) nucleus 

at frequencies above 100 Hz suppressed tremor (Benabid et al., 1987, Benabid et al., 2011). 

Later, DBS was approved in 1997 by the US Food and Drug Administration (FDA) as a 

treatment for Parkinsonôs tremor (Coffey, 2009). The list of indications has steadily grown 

since then and DBS has been approved for psychiatric disorders such as obsessive-

compulsive disorders (OCD) and has been tested as a therapy for many other disorders such 

as Gilles de la Tourette syndrome, epilepsy, and treatment-resistant depression (Coffey, 

2009, Hariz, 2012, Miocinovic et al., 2013). DBS is reversible, adaptable, and can be 

performed bilaterally without making a destructive lesion in the brain (Volkmann, 2007, 

Benabid et al., 2011). 
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In the neurosurgical technique DBS, a medical device called brain pacemaker is 

implanted into patients. The DBS device mainly consists of an implantable pulse generator 

(IPG), a multi-contact macro-electrode, and connection cables (see Figure 2.2). Macro-

electrodes are chronically implanted into target structures according to the type of 

symptoms to be addressed (Benabid, 2007). The usual targets for the implantation of DBS 

electrodes for PD patients are either the STN, the globus pallidus internus (GPi) or the 

ventral intermediate (VIM ) nucleus (Brown & Williams, 2005, Benabid et al., 1993). The 

IPG is implanted under the patientôs collarbone and connected to the DBS electrodes 

through subcutaneous cables. The IPG is battery-powered and can be programmed 

telemetrically. 

 
Figure 2.2. Main components of DBS device. The DBS leads implanted in the brain are connected 

through subcutaneous cables to the implantable pulse generator (IPG) implanted under the patientôs 

collarbone. (Source: courtesy of Medtronic GmbH). 

 

Implantable components of DBS devices are made of materials with long history of 

use in medical products (Coffey, 2009). Nowadays, Medtronic2 produces the only US 

approved DBS device. Medtronic DBS leads have cylindrical shape with four annular 

platinum/iridium (Pt/Ir) electrode contacts near the tip (Coffey, 2009). The leads are 28 or 

40 cm long with a diameter of 1.27 mm, and a 80A urethane outer jacket (Coffey, 2009). 

The conductor wires within the outer jacket are made of Pt/Ir alloy with fluoro-polymer 

 
2 Minneapolis, Minn., USA 
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insulation (Coffey, 2009). The two most used lead-models for DBS are Medtronic lead 

3387 and Medtronic lead 3389. Target areas in the brain for lead 3387 are Thalamus, GPi 

and STN, whereas the target area of lead 3389 is STN (Coffey, 2009). These two leads have 

a contact length of 1.5 mm and differ in the spacing between the annular contacts where 

3387 and 3389 have 1.5 mm and 0.5 mm spacing, respectively (Coffey, 2009). A model of 

the Medtronic lead 3389 and its electrical field during stimulation are shown in Figure 2.3.  

Scaled-down versions of the human DBS macro-electrode, e.g., with a diameter of 

0.635 mm, 0.50 mm contact length, and 0.50 mm space between contacts 3, are used to 

stimulate the brain of non-human primates (Tass et al., 2012). Other producers of DBS 

devices, who received Conformité Européenne (CE) approval, are St. Jude Medical4 and 

Boston Scientific Corporation5 (Lucht, 2013, Weigelt, 2013). The latter has produced DBS 

leads with eight cylindrical shape electrode contacts. 

Apart from providing therapeutic stimulation, the implanted electrodes for DBS offer 

a unique opportunity to record pathological neuronal oscillations in the target area. The 

DBS leads can be connected to external devices such as the portable neurostimulator (see 

Section 3.1), before being connected to the IPG, to enable intra-operative stimulation or 

externalized macro-recordings (Hauptmann et al., 2009). LFP activity is recorded intra-

operatively, during lead implantation, by micro- and macro-electrodes (Brown & Williams, 

2005). LFP activity is typically recorded bipolarly through two of the four contacts of the 

implanted electrode (Rossi et al., 2007).  

 

 
 

 

Figure 2.3. A model of an electrode implanted for DBS. Left: Medtronic lead No. 3389. Right: 

Electrical potential field distribution during stimulation. (Source: courtesy of Julia Buhlmann 

(Buhlmann et al., 2011)). 

 
3 Numed Inc, Hopkinton, NY 
4 Abbott Inc. (St. Jude Medical), Missesota USA 
5 Boston Scientific - Fremont, California, USA 
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2.2.1 High-frequency (HF) stimulation protocol 

Currently, electrical DBS is performed by administering a permanent HF (> 100 Hz) 

periodic pulse train applied by the IPG via the depth electrode (Benabid et al., 2009, Little 

& Brown, 2012). Depending on the patientôs clinical status, the IPG delivers a constant 

voltage pulse train that can be tuned over a wide range of parameters such as amplitude 

0 ï 10.5 V in 0.1 V steps (assuming a 1 kÝ load, i.e., 0 ï 10.5 mA), frequency 3 ï 250 Hz 

with 33 steps, and pulse width (PW) 60 ï 450 µs in 30 µs steps increments (Coffey, 2009).  

It is well known from experimental studies that irreversible electrochemical reactions 

may be caused by an unbalanced charge (Harnack et al., 2004), which can lead to tissue 

destruction (Scheiner et al., 1990) in patientôs brain. High charge-densities can be observed, 

when a pulse train or single pulses are administered (Hauptmann et al., 2009). The charge 

can be influenced by the duration and amplitude of the pulse, as well as by the resistance 

and the electrode contact surface (Harnack et al., 2004, Kuncel & Grill, 2004). Therefore, 

existing brain pacemakers use active or passive charge-balancing techniques (Ortmanns, 

2007) to deliver charge-balanced biphasic pulses (Lilly, 1961). No current is delivered into 

the brain during the intervals between pulses (Coffey, 2009).  

DBS devices typically implement biphasic and asymmetric rectangular stimulus 

waveforms that are charge-balanced (Foutz & McIntyre, 2010). The portable 

neurostimulator applies charge-balanced and rectangular waveforms consisting of a high 

 
Figure 2.4. Stimulation parameters of HF DBS protocol. A: HF DBS biphasic pulse train at 130 Hz. 

B: Two HF pulses (magnified plot of signal represented in A) are shown to illustrate the stimulation 

parameters.  
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amplitude and short duration phase followed by a low amplitude and long duration 

phase (Hauptmann et al., 2009) as shown in Figure 2.4. The electrical DBS pulses can be 

applied with cathodic or anodic polarity. Nevertheless; other different stimulation 

waveforms could be more effective in terms of, e.g., therapeutic stimulation or energy 

consumption than rectangular waveforms (Foutz & McIntyre, 2010).   

Stimulation parameters such as frequency, pulse width, and amplitude are modified 

intermittently every 3-12 months and patients normally attend checkups at neurology 

clinics for this update (Rosin et al., 2011). Between clinical modifications, the stimulation 

parameters remain unadjusted. The optimal choice of stimulation parameters is crucial for 

maximal clinical improvement (Lysyansky et al., 2011). It is also possible that the patient 

can modify some parameters through a dedicated device that communicates in a wireless 

mode with the IPG. This modification only can affect a limited range of parameter values 

determined by the clinicians.  

Despite many clinical improvements in some patients, HF DBS causes side effects 

such as cerebellar ataxia (inability to coordinate balance), dysesthesia (abnormal 

sensation), dysarthria (difficulty saying words), memory decline and depression (Deuschl 

et al., 2006b, Rodriguez-Oroz et al., 2005, Volkmann, 2004, Tasker, 1998). The causes for 

the occurrence of side effects are still not fully  understood. Possible reasons might be the 

improper placement of the electrodes or excessive current delivery (Lumsden et al., 2013, 

Starr et al., 2004). Furthermore, pathological neuronal synchronization reappears within 

seconds once HF DBS is turned off (Meissner et al., 2005). Therefore, more efficient 

stimulation techniques are required to increase the therapeutic benefits and to reduce 

unpleasant side effects. 

 

2.2.2 Coordinated reset (CR) stimulation protocol 

Coordinated reset is introduced as a robust desynchronizing stimulation technique (Tass, 

2003b, 2003a). It is primarily developed for electrical DBS to enable effective 

desynchronization and unlearning of pathological synchrony and connectivity (Tass, 

2003b, 2003a). CR is based on the fact that the brain is an adaptive system that is capable 

to learn. Therefore, CR aims at long-lasting effects by forcing the brain to unlearn the 

pathological activity through external perturbation, i.e. through electrical CR stimulation. 

In the CR DBS protocol, short sequences of high-frequency pulse trains are delivered to 

the brain in a coordinated manner, i.e. at different times at different contacts of the 

stimulation electrode (Tass, 2003b, 2003a) as illustrated in Figure 2.5.B and Figure 2.6. 

Consequently, the synchronized neuronal population is divided into several 

sub-populations, i.e. a cluster state, where the sub-populations are phase-shifted with 

respect to each other. Subsequently, the sub-populations go from the cluster state to 

network desynchronization (Tass, 2003b) as shown in Figure 2.5.D. In order to maintain 
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and prolong the desynchronization state, CR is applied in an m:n ON-OFF mode, where m 

cycles with CR stimulation pulses are followed by n cycles without stimulation (Tass, 

2003b, Lysyansky et al., 2011).  

The long-lasting desynchronizing effects of CR stimulation have been investigated in 

detail in several theoretical studies (Tass & Majtanik, 2006, Hauptmann & Tass, 2007, Tass 

& Hauptmann, 2007, Hauptmann & Tass, 2009). In addition, CR stimulation of the 

subthalamic nucleus shows both acute and sustained long-lasting after-effects on motor 

function in parkinsonian non-human primates (Tass et al., 2012). CR stimulation in non-

human primates indicates a possible mechanism of CR DBS; the decrease in synaptic 

connectivity which reduces the pathological oscillatory activity within the motor circuitry 

(Tass et al., 2012).  

 
Figure 2.5. Illustration of the neuronal desynchronization due to CR DBS. A: Synchronized neuronal 

population. B: Brief and mild resetting stimuli administered at different sites at subsequent times. C: 

Cluster state. D: Transient desynchronization. (Source: ANM GmbH, courtesy of Dr. C. Hauptmann).  

 

CR stimulation parameters 

Besides the stimulation parameters used in standard HF DBS, some additional parameters 

(illustrated in Figure 2.6.) are included in the CR stimulation protocol: 

CR frequency (FR): The frequency at which the CR stimulation pattern is repeated. 

On-cycle (Con): One period of FR in which the CR stimulation bursts are delivered via the 

selected contacts of the electrode.  

Number of on-cycles (Non): The number of Con that are delivered in succession. 

Off-cycle (Coff): One period of FR in which no CR stimulation bursts are delivered to the 

target area in the brain.  

Number of off-cycles (Noff): The number of Coff that are delivered in succession. 

Number of pulses (N): The number of pulses included in each burst delivered through one 

contact of the electrode. An overlap between two stimulation bursts of two contacts is not 

allowed. 
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Figure 2.6. Stimulation parameters of CR DBS protocol. The three stimulation signals (blue, green, 

and red) are delivered to the brain in a coordinated manner, i.e., at different times through the three 

contacts (C0, C1 and C2) of the electrode. The fourth contact is used as a reference. The signal at the 

bottom represents the sum of all pulses to illustrate the parameters of CR DBS protocol. In this figure, 

three successive Con are followed by two successive Coff. The CR parameter values used in this case 

are: HF 130 Hz, FR 5 Hz, Non 3, Noff 2, N 10, PW 120 µs, and BPW 1200 µs. 

 

CR stimulation patterns 

The CR stimulation technique enables the application of different stimulation patterns by 

changing the activation sequence of the three contacts of the implanted electrode 

(Hauptmann et al., 2009). For instance, the stimulation bursts of the three contacts can have 

a fixed sequence during stimulation as illustrated in Figure 2.7.A. The fourth contact is 

used as reference (more details can be found later in Section 3.2.1). In order to reduce the 

risk of inducing a cyclic activation of the pathological neuronal population, the sequential 

activation of the stimulation contacts can be randomized (Hauptmann et al., 2009) as shown 

in Figure 2.7.B. In addition, the number of pulses in each burst and the delay between bursts 

allow the portable neurostimulator to apply a variety of CR stimulation patterns. Further 

variations of the CR stimulation pattern were discussed deeply in a modeling study (Tass 

& Hauptmann, 2009). 
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Figure 2.7. Schematic illustration of CR DBS patterns. A: Sequential CR stimulation; the stimulation 

bursts have fixed sequence. B: Random CR stimulation; the stimulation bursts of the three contacts 

follow a random sequence. This figure is modified from the figures presented in (Hauptmann et al., 

2009).



 

 

  

 

Technical Setup and Data Acquisition 

 

 The portable neurostimulator  

The portable neurostimulator6 is a medical device used for both data acquisition and 

stimulation. It is mainly used as an external trial deep brain stimulation (DBS) device for 

the application of desynchronizing stimulation techniques (Hauptmann et al., 2009). 

Several stimulation strategies can be applied to patients. Among them, one can mention 

high-frequency (HF) and coordinated reset (CR) DBS as well as visual and acoustic 

stimulation protocols. In terms of data acquisition capabilities, the portable neurostimulator 

enables the recording of local field potentials (LFP) through sixteen channels, electro-

encephalograms (EEG) through twelve channels, electromyograms (EMG) through ten 

channels, and heart rate and breathing activity. In addition, six accelerometers and two 

strength sensors can be connected to the portable neurostimulator. The device is powered 

either by internal rechargeable batteries or by a peripheral power supply.   

 

Mainly, three components (shown in Figure 3.1.) were involved in the development of 

the demand-controlled application of CR DBS: 

(i) The portable neurostimulator used as a stimulation and data acquisition unit. 

(ii)  A laptop associated to the portable neurostimulator used as a unit visual 

inspection of data and modification of the stimulation process. 

(iii)  An additional laptop used as a programming unit. 

 

The stimulation is controlled using a software on laptop (ii). In order to create a better 

interface experience for the physician, this software had implemented a graphical user 

interface (GUI) that allows the selection of stimulation parameters, stimulation mode, and 

the stimulation electrode (see Figure 3.2). Stimulation parameters pass through a 

plausibility check before being transferred from the laptop to the portable neurostimulator 

establishing whether they are within the predefined interval (Hauptmann et al., 2009). The 

 
6 The portable neurostimulator was developed by the Institute of Neuroscience and Medicine at the research 

center Juelich, Germany. 
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portable neurostimulator establishes wired or radio communication with the laptop. The 

GUI is divided into several functional areas. The one used to modify the stimulation 

parameters (blue frame in Figure 3.2) is more relevant for the demand-controlled 

application of DBS. Additionally, the GUI enables data visualization and video streaming 

of patients in real-time.  

The recorded data is converted from analog to digital signal and stored as a binary file 

on the hard disk of the laptop. The sampling rate used for data acquisition is 1 kHz with an 

amplitude resolution of 24 bits. An additional log file (ASCII format) documents the on- 

and offset of stimulation, initiation of the data and video file. Each modification of the 

stimulation mode or parameters is also registered in this file. We refer to (Hauptmann et 

al., 2009) for more details regarding the portable neurostimulator system.  

The programming laptop (iii) is mainly used to implement the technical solutions for 

artifact reduction and data analysis as well as for programing new stimulation protocols. 

The programming laptop can be connected to laptop (ii) via LAN to enable data analysis in 

real-time. This analysis is performed without influencing critical tasks on laptop (ii) such 

as control of stimulation protocol and data storage. The transfer of the implemented 

algorithms between the digital signal processor (DSP) board placed in the portable 

neurostimulator and the programming laptop was handled via a universal serial bus (USB) 

cable. 

 

 

 

The portable neurostimulator

  

Laptop of the portable neurostimulatorProgramming laptop

LAN

WLAN

LAN
 

Programming path (USB connection)

 
 

Figure 3.1. Main hardware components used for the demand-controlled application of desynchronizing 

CR DBS. Right: Portable neurostimulator device used for both data acquisition and stimulation. 

Middle: Laptop of the portable neurostimulator used for data visualization and modification of the 

stimulation process. Left: Programming laptop for the implementation of the demand-controlled 

algorithms. Connections between the portable neurostimulator and its paired laptop are set via LAN 

and WLAN. The additional programming laptop is connected via a USB cable. 
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Figure 3.2. Graphical interface of the portable neurostimulator. The functional areas are indicated by 

different colored frames. Red frame presents patient data, stimulation mode, and selection of 

stimulation contacts. Blue frame shows stimulation patterns and parameters. Black frame help us to 

visualize in real-time the stimulation signals and recorded data. Green frame: Indicators of the patient 

status in order to register movement artifacts and manage the data storage. Orange frame: A video 

display of the patient.  

 

 

3.1.1 Digital signal processor board 

The demand-controlled application of DBS was tested with the TMS320C6713 DSP board7 

shown in Figure 3.3. The main advantage of such a processor is its versatility, which 

enables designing, testing, and implementing algorithms for real-time applications 

(Spectrum Digital, 2006). For more details about the key features of the DSP board (i.e., 

central processing unit (CPU), memory and peripherals) we refer to (Kuo & Gan, 2004, 

Rulph, 2004).  

 
7 The DSP resides on a board from Texas Instruments (Spectrum Digital, EBV Electronik, CH). 
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 The DSP board has instantaneous access to the data recorded by the portable 

neurostimulator which is necessary for the DBS autonomic system. The implemented 

technical solutions for artifact reduction and data analysis were optimized iteratively in 

order to meet the requirements of the DSP board. Parts of the implemented algorithms and 

the recorded data were stored on the external memory of the DSP in order to overcome the 

internal memory limitations. However, splitting the implemented algorithms between 

internal and external memories affected the DSP performance. The limited bus width 

(32-bit), between CPU and external memory has limited fetching capability for the required 

data in the short clock cycle; particularly, when the iteration loops of the algorithms were 

processed. 

 

  
 

Figure 3.3. The TMS320C6713 DSP board. Left: The DSP board placed in the portable 

neurostimulator and used to test the demand-controlled application of DBS. Right: Main hardware 

components of the DSP board.  

 

 Data acquisition  

The implemented technical solutions for the demand-controlled application of 

desynchronizing CR DBS are tested retrospectively. We used existing LFP and tremor 

recordings collected from Parkinsonôs disease (PD) patients, from parkinsonian non-human 

primates and in inïvitro (i.e., in saline solution). The data of PD patients was used in 

accordance with European and German data protection provisions. The patients approved 

the usage of data for scientific research projects and participated with informed written 

consent and with the permission of the local ethics committee. Additionally, all the animals, 

whose data are used in this thesis, were handled according to the guidelines for the care and 

use of laboratory animals established by the Beijing Association for Laboratory Animal 

Science. 
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3.2.1 LFP recordings 

The human LFP activity was recorded from the target area intra-operatively, i.e. during the 

implantation of the DBS electrode, and post-operatively, i.e. before connecting the 

electrode to the implantable pulse generator (IPG). LFP activity was recorded from the 

subthalamic nucleus (STN) or the ventral intermediate (VIM) nucleus from four patients 

with unilateral (one side, e.g. hand) or bilateral (both sides) predominant resting tremor 

(Tass et al., 2010). Taking into account the fact that recording of neuronal activity generated 

at a distance and picked up by two contacts increases the likelihood that only local 

potentials are recorded, LFP activity was measured bipolarly among each of these three 

contacts (0, 1 and 2) and the contact number 3 which is used as a reference (Brown et al., 

2001). In other words, the data was collected between three contact pairs 0-3, 1-3, and 2-3. 

Mostly, one or two contacts are located in the target area in the brain. For more details 

regarding tremor patients and the data acquisition procedure we refer to (Tass et al., 2010). 

 

Non-human LFP recordings were collected from three parkinsonian Macaque monkeys 

(Xierxin, China). These monkeys were rendered parkinsonian by injecting 1-methyl-4-

pheny1-1,2,3,6-tetrahydropyridine (MPTP). Animals were hosted under controlled 

conditions of humidity, temperature and light, in individual cages. After achieving a stable 

parkinsonism, a scaled-down version of the human DBS macro-electrode (described in 

Section 2.2) was implanted bilaterally under stereotactic guidance into the STN (Tass et 

al., 2012). Spontaneous LFP recordings were performed by the portable neurostimulator 

for at least 2 minutes after stimulation sessions. More than 20 recordings from each side of 

the brain were made over 4 months.  

 

3.2.2 Tests in saline solution 

As a proof-of-concept, the implemented algorithms for artifact reduction and data analysis 

were tested with LFP recordings collected in saline solution. The experimental 

configuration, shown in Figure 3.4, aimed at generating stimulation/recording conditions 

in absence of neuronal activity to study and optimize the accuracy of the implemented 

algorithms. The tests were carried out at different time stamps and locations using two types 

of electrodes: a Medtronic DBS electrode model 3389 used for humans and a scaled-down 

version used for non-human primates (see Section 2.2 for more details). The electrodes 

were immersed in glass container filled with saline solution8 at room temperature and 

connected to the portable neurostimulator. One contact was used as reference and the other 

three contacts were dedicated for performing the stimulation and LFP recording. The CR 

 
8 8.6g of NaCl per liter of water, Berlin Chemie AG, Germany 
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stimulation parameters were set to HF 130 Hz, FR 4 Hz, A 2 mA, Non 3, Noff 2, N 6, PW 

120 µs, polarity cathodic (for more details on the DBS parameters see Section 2.2.1 and 

Section 2.2.2 ).  

 

 

 

Laptop of the portable 

neurostimulator

Stimulation electrode 

in NaCl solution

 

LAN

The portable neurostimulator

 
 

Figure 3.4. Experimental setup for LFP recordings in saline solution. Left: Medtronic stimulation 

electrode model 3389 is placed in saline solution. Middle: Portable neurostimulator is used for 

stimulation and data acquisition. Right: Laptop associated to the portable neurostimulator is used to 

control and monitor the stimulation/recording process.  

 

3.2.3 Tremor recordings  

Parkinsonian tremor recordings were collected from patients using accelerometers during 

and after CR DBS sessions (Tass et al., 2010). A maximum of six DC-response 

accelerometers (FGP FA108-A1 S/N6081) were fixed to the limbs of PD patients, 

specifically to the hands and lower legs. The accelerometers are used for measuring very 

low vibrations in one axis. In this work, the data of four PD patients with predominant 

resting tremor were used to test the demand-controlled application of DBS. The tremor 

signals, recorded at time epochs in which patients developed evident tremor, were 

correlated with the video stream of patients. In this thesis, whenever the word ñtremorò is 

used, it refers to the parkinsonian resting tremor. We also use the abbreviation ACC for 

tremor recordings in some figures. 

Additionally, the tremor signals were used to demonstrate the tuning of the stimulation 

parameters in real-time during CR DBS. These tests were performed with tremor-like 

signals generated by a healthy subject and recorded using the portable neurostimulator. An 

accelerometer was placed on the right hand of the subject who imitated tremor with 

different frequencies and amplitudes. Several tests were performed to adjust stimulation 

parameters during sequential and random CR stimulation, as well as during HF DBS. Each 

test lasts 80 s and, in every case, only one stimulation parameter was adjusted (see Section 

5.5 for more details). 
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 Software applications 

Three software environments were used for the development of the demand-controlled 

application of CR DBS: MATLAB 9, Simulink10, and Code Composer Studio (CCS)11. 

MATLAB  is technical computing software that performs numerical computation, 

acquisition and visualization of data. Simulink is an extension of MATLAB  used for 

modeling, simulating, and analyzing dynamical systems (Angermann et al., 2007). CCS is 

a C compiler used for the compilation of code with respect to dedicated target hardware 

such as DSPs.  

Off-line tests were performed in MATLAB in order to characterize the dynamics of 

the LFP and tremor recordings and to test the performance of the implemented algorithms 

for artifact reduction and data analysis. After off-line, these algorithms were transferred to 

Simulink which was the main platform used for the real-time implementation. Different 

algorithms for artifact reduction and data analysis were implemented and optimized to meet 

the DSP board requirements. The program flow for generating the machine code is shown 

in Figure 3.5. All implemented Simulink modules for the demand-controlled application of 

DBS are described in Appendix B. 
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Figure 3.5. Flow diagram of the machine code for the demand-controlled application of DBS. 

Algorithms for artifact reduction and data analysis were tested off-line in MATLAB before being 

implemented in Simulink for real-time processing. Then, the Embedded Coder of MATLAB converts 

the Simulink modules into C source files. Finally, these C source files are compiled using CCS and 

implemented on the memory of the DSP board.  

 

 

 

 

 

 

 
9 MathWorks, Inc., USA, version 2007a and 2006b 
10 MathWorks, Inc., USA, version 2006b 
11 Texas Instruments, USA, version 3.1. CCS is software provided by the Texas Instruments to support its 

DSPs platforms. 



 

  

 

Software-based Solutions for Artifact 

Reduction 

 
The implanted electrodes for DBS can be connected intra- and post-operatively to external 

devices such as the portable neurostimulator before being connected to the implantable 

pulse generator (IPG), i.e. while the connection cables are still accessible. Apart from 

providing therapeutic stimulation, the implanted electrodes offer a unique opportunity to 

record pathological neuronal activity from the target area in the brain. These electrodes 

record the electrical activity, i.e. the local field potential (LFP) in the vicinity of its contacts 

and this enables to study the pathological neuronal dynamics.  

LFP recordings during DBS are normally contaminated by strong artifacts that are 

caused by technical drawbacks. Several techniques have been proposed for artifact removal 

during DBS, especially for high-frequency (HF) DBS. However, these techniques cannot 

compensate the effect of several factors like stimulation and recording systems, ambient 

environment etc. Artifact-reduced LFP recordings can be used as feedback signal for the 

demand-controlled application of DBS and support the rational selection of stimulation 

parameters (Kent & Grill, 2012, Rossi et al., 2007).  

The LFP recordings during desynchronizing coordinated reset (CR) DBS are also 

contaminated by artifacts caused by hardware, patientsô movement and the background. 

The artifacts found in the LFP recordings during active CR DBS differ from those detected 

in the spontaneous signals recorded after stimulation. In this chapter, we discuss each type 

of artifact along with its developed and implemented reduction techniques which were 

tested off-line before being implemented for real-time processing. These tests were 

performed with data collected from PD patients, non-human primates, and in saline 

solution.  

 

 Artifact reduction during CR DBS 

To effectively reduce artifacts during CR DBS, some information on their characteristics 

were required, such as their source, form and regularity. The principal artifacts found in 

LFP recordings during CR DBS are: 
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1. Stimulus artifact 

2. Saturation artifact (exponential decay after stimuli) 

3. Power line interference (PLI) 

4. Electrical background noise 

 

4.1.1 Stimulus artifact 

The stimulus artifact is a technical problem created by the electrical stimulation pulses. 

Simultaneous stimulation and LFP recording via the implanted electrode often prevent the 

neuronal activity from being recorded properly. The typical graphical description of 

stimulus artifact shows a spike followed by an exponential decay curve (McGill et al., 

1982). Several techniques have been introduced for the removal of the stimulus artifact. An 

overview of these techniques and their applicability to the LFP recordings during CR DBS 

is presented in this section. 

Several researchers have written about the usage of analogue and digital filters for the 

removal of the stimulus artifact (Wichmann, 2000, Rossi et al., 2007). Although digital 

filters are successful in eliminating high-frequency components of this artifact, they may 

not be able to restrict its low frequency components (Al -ani et al., 2011). Moreover, it is 

difficult to remove the stimulus artifact in the frequency domain by means of filters, since 

filtering is inadequate for eliminating artifacts with a frequency content close to that of the 

neuronal structure (Wichmann, 2000, Hashimoto et al., 2002).  

Furthermore, the LFP recordings during CR DBS indicate that the stimulation pulses 

are followed by exponential decays as shown in Figure 4.1. This figure presents LFP 

recording in saline solution with stimulation periods (i.e., on-cycles) and large pauses (i.e., 

off-cycles). The figure also illustrates the variability of the stimulus artifact in terms of: (i) 

amplitude and (ii) exponential decays after stimuli (i.e. during the on-cycles) and between 

stimulation periods (i.e. during the off-cycles). The application of filters to these decays 

caused low frequencies which overlapped the spectral components of the neuronal activity. 

Additionally, the removal of the stimulus artifact by means of filters has affected the short 

off-cycles (i.e., < 500 ms), which are included in the CR stimulation protocol and which 

are, by construction, free of stimulus artifact (see Section 2.2.2).  

Another approach has been the subtraction of a template of the artifact from the LFP 

recording (Hashimoto et al., 2002, Wichmann, 2000, Blogg & Reid, 1990). Such a template 

can be built by averaging a large number of artifact-containing segments of LFP recordings, 

which are triggered by their onset. The artifact is expected to be removed by subtracting 

the template from the individual and subsequent segments. This approach could help in 

revealing neuronal responses with short latency to stimulation (Hashimoto et al., 2002); 

however, this method presents some limitations. For instance, if  a neuronal response occurs 

with a fixed latency to the stimulus artifact, it might appear in the artifact template; thus, 
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getting eliminated from the subsequent segments. In addition, building a template without 

neuronal activity is not well-suited for real-time processing, though it might be better suited 

for off-line procedures. 

 
Figure 4.1. Stimulus artifact in the LFP recordings during CR DBS. A: LFP recording in saline solution 

during CR DBS. B: Magnified plot of the dashed red frame in graph A shows the stimulus artifact 

during the on-cycles. The graphs illustrate the variability of the stimulus artifact in terms of: (i) 

amplitude and (ii) exponential decays after stimuli (i.e. during the on-cycles) and between stimulation 

bursts (i.e. during the off-cycles). 

 

Some authors have also come up with the implementation of hardware and software 

blanking for removal of the stimulus artifact (Knaflitz & Merletti, 1988, Roby & Lettich, 

1975, Black et al., 1983). In this approach, an electrical circuit switch is turned on to sample 

the input signal and turned off to hold-mode during the artifact (Freeman, 1971, Babb et 

al., 1978). The circuit is usually triggered either by an external pulse or by the stimulation 

pulse itself (Minzly et al., 1993). A disadvantage of the hardware blanking method is that 

it involves the usage of analogue electronics which are not that stable, and could blank out 

some useful information as well (O'Keeffe et al., 2001). Specifically, if the trigger signal 

mismatches the targeted segment of the input signal, a part of the stimulus artifact could 

persist and get recorded along with the neuronal activity.  

Another practiced method is the ódown-sampling and interpolationô of LFP recordings. 

Under this method, the signal is down-sampled in such a way that only the time intervals 

between stimuli are sampled (Waddell et al., 2009). However, this method requires a high 

sampling rate (e.g. > 10 kHz), whereas the LFP recordings of the portable neurostimulator 
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are sampled at 1 kHz to support the real-time processing. In addition, it demands that the 

stimulus artifact should have a clear shape. This is because the interaction between the new 

samples in the presence of unclear stimulus artifact might affect the spectral content of the 

recorded data. The stimulus artifact, recorded through the LFP recordings during CR DBS, 

is irregular in shape, and is followed by irregular exponential decays as shown in Figure 

4.1.  

Due to the variability of the stimulus artifact, and the subsequent exponential artifact 

after each stimulus, the fore-mentioned techniques are unable to adapt to the artifact 

dynamic. Consequently, residuals of the stimulus artifact could still exist. In order to 

remove the exponential artifact during CR DBS (i.e. during the on-cycles), fitting functions 

should be calculated for each exponential artifact in real-time. This procedure results to be 

computationally expensive, affecting the performance of the digital signal processor (DSP) 

board. Consequently, the total removal of the LFP recordings within the on-cycles was 

necessary for the accurate interpretation of the recorded neuronal activity.  

The technical solutions for artifact reduction and data analysis during CR DBS were 

executed such that only the off-cycles were considered. The CR stimulation protocols 

contain larger pauses (off-cycles) of up to 500 ms where no stimulation is applied. 

Collecting this stimulus artifact-free data can be useful for analyzing the pathological 

neuronal activity on a regular basis (Hauptmann et al., 2009). Therefore, we implemented 

two methods to delimit the off-cycles from the LFP recordings in real-time: candidate 

segment of data and sawtooth wave. The latter is calculated based on the CR stimulation 

parameters used.  

 

Candidate segment of data 

This method involves the following steps:  

Detection of off-cycles: during the on-cycles, the amplitude of the stimulus artifact is 

much larger than the biological signal; whereas, during the off-cycles, the signal decreases 

exponentially and approximately by a factor of ten. This difference in amplitude was used 

to set a user-defined threshold for detection of the off-cycles. The output of this step 

consists of only logical values (1/0), where ones and zeros are assigned to values above and 

below the threshold respectively, as illustrated in Figure 4.2.A. Although a threshold can 

be manually set on the laptop paired with the portable neurostimulator (for more details see 

Section 3.1), a fixed threshold was mostly used for a large number of PD patients.  

Segmentation: the aim of this step is to identify whether the binary output of the previous 

step corresponds to the on- or off-cycles. This is because for exponential decay segments, 

even the on-cycles may have values low enough after stimuli to cross the threshold set for 

detecting the off-cycle values, resulting in zeros in the binary output. Fortunately, the 

duration of the off-cycles is much longer than the time between two stimuli in the on-cycles, 
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and the amplitude of the signal during the off-cycles is always below the threshold. Hence, 

it was possible to eliminate the problem of zeros of the on- cycles by setting the following 

condition: the logical values after the threshold should include a specific and long enough 

chain of successive zeros. These successive zeros correspond to signal values that are 

considered a valid candidate to be included in the data to be analyzed; also known as a 

candidate segment of data, as shown in Figure 4.2.B.  

      Comparison: The aim of this step is to determine the onset and end of the off-cycles. 

A window of comparators is used to examine the values of the candidate segment of data. 

The length of the window (typically 10 ï 80 values in 10 steps) should be given before the 

detection step is performed. The candidate segment of data should include a vector of 

successive zeros of the window of comparatorsô length. If all values of the candidate 

segment of data match the values set for the window of comparators (zeros), one-flag is 
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Figure 4.2. Illustration of the concept of the candidate segment of data method for delimiting the off-

cycles in real-time. A: Samples of LFP recording, for which a threshold (input>3) is set, which 

translates the input signal in binary (1/0). B and C demonstrate the two different cases of matching 

results in binary, which are matched by window of comparators containing the same number of zeros. 

B: Mismatch of signal (red background). C: Match of signal (green background). The zero- and one-

flags (colored red) to the right indicate whether the next step is enabled or not to form the delimiting 

signal.  
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given by all comparators to indicate that the next step is enabled, as shown in Figure 4.2.C. 

However, in case of mismatch, a zero-flag is given, i.e. the current segment is omitted and 

the next one is processed, and simultaneously, the input signal is shifted by one sample.   

Delimitation: If the previous step results in a one-flag, a delimiting signal is generated, 

which is automatically synchronized with the LFP recording. By multiplying both signals, 

only the off-cycles appear in the output for further processing, as illustrated in Figure 4.3 

Subplots D and E.  

 
Figure 4.3. Real-time delimitation of the off-cycles from the LFP recordings. A: The absolute value of 

the reference signal (red asterisks depict the onset and end of the off-cycles). B: The delimiting signal 

formed in real-time. C: LFP recording from a PD patient. D: The result of multiplying the delimiting 

signal by the LFP recording; only the off-cycles are delimited. E: Concatenation of the off-cycles. In 

this example, we get 1.4 s off-cycles out of a 4 s LFP recording.  
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For the candidate segment of data method, the reference signal generated by the 

portable neurostimulator was optimal for the detection of the off-cycles, as shown in Figure 

4.3. This reference signal is, by construction, synchronized with the LFP recordings and 

consists of clear stimulation pulses. In case the reference signal is distorted and 

inappropriate for the detection step, one of the LFP recording channels can be used. The 

length of the window of comparators is adjustable during stimulation according to the 

selected CR stimulation parameters; in particular, the CR frequency FR, the number of on-

cycles Non, and the number of off-cycles Noff (The CR stimulation parameters are explained 

in Section 2.2.2).  

The objective of using a long enough chain of successive zeros is to avoid detecting 

the time intervals between the stimuli within the on-cycles. In addition, the segment length 

determines the number of samples that are discarded directly after the on-cycles. This 

shortcoming of the candidate segment of data method, i.e. discarding some milliseconds of 

data after stimulation, might result in loss of neuronal activity with short latency to 

stimulation. The required inputs for this method are the threshold value and the length of 

the window of comparators. An additional parameter can be used to determine the number 

of samples to be discarded at the end of the off-cycles. Figure 4.3 demonstrates a typical 

real-time application of this method of discarding the on-cycles, including the stimulus 

artifact, from an LFP recording during CR DBS. 

 

Sawtooth wave with CR stimulati on parameters 

The second solution to delimit the off-cycles in real-time is implemented by using a 

sawtooth wave, as illustrated in Figure 4.4.A. The CR stimulation parameters FR, Non, and 

Noff are used to build the sawtooth wave Ssw which is sampled at 1 kHz as the LFP 

recordings. The parameters that define the sawtooth wave are: (i) the duration of one cycle 

Dcy of FR, (ii) the duration Dn of one set of successive on- and off-cycles, and (iii) the 

frequency Fsw of the sawtooth wave. The calculation of these values is described in 

Equation 4.1, Equation 4.2 and Equation 4.3, respectively. 
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Subsequently, the initial sawtooth wave Ὓ  is calculated and its amplitude is scaled by Dn 

as shown in Equation 4.4. 

 

 ╢▼◌ □▫▀ ◄░Ͻ╕▼◌ ȟ Ͻ╓▪ȟ 4.4 

 

where i is a time index and mod is the modulus after division. The duration of the on-cycles, 

ὔ ϽὈ  in Equation 4.5, is then subtracted from Ὓ , i.e. the wave is vertically shifted 

below the zero line, as shown in Figure 4.4.B. An additional parameter q is introduced in 

order to discard some samples at the onset of the off-cycles. 

 

 ╢▼◌ ╢▼◌ ╝▫▪Ͻ╓╬◐ ▲Ȣ 4.5 

 

Afterwards, the signum function (sign) sorts the values of the sawtooth wave. The sign 

function assigns -1, 1, and 0 to samples below, above, and at the zero line, respectively. As 

negative values are generated by the sign function, the sawtooth wave is offset by 1 and 

subsequently scaled by 0.5, such that the amplitude is restricted between 0 and 1, as shown 

in Figure 4.4.C. So, it is noteworthy that the amplitude of the LFP recording should not be 

scaled. The end sawtooth wave Ὓ  is then multiplied with the LFP recording to delimit the 

off-cycles. 

 

╢▀■ ȢϽ▼░▌▪╢▼◌ Ȣ                                  4.6 

 

 

The use of the sawtooth wave method to delimit the off-cycles requires that the LFP data 

should be shifted along the time axis, so that it gets synchronized with the delimiting signal. 

For the real-time implementation, this is performed once at the beginning of the recording 

process and as long as the stimulation parameters (i.e., FR, Noff and Non) remain unchanged. 

This method has an advantage over the candidate segment of data method, in that 

discarding some samples after the on-cycles is optional. This method can also be used to 

remove the stimulus artifact if the duration of the stimuli and their onset during the on-

cycles are known. Both the candidate segment of data and the sawtooth wave methods are 

implemented in the Simulink module which is represented in Appendix B. 
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Figure 4.4. Illustration of the concept of building a sawtooth wave based on the CR stimulation 

parameters for delimiting the off-cycles in real-time. A: Initial sawtooth wave ╢▼◌. B: The wave is 

shifted vertically below the zero line by subtracting the duration (in milliseconds) of the on-cycles from 

the sawtooth wave. C: The sign function is used to build the delimiting signal. The CR stimulation 

parameters used here are FR 4 Hz, Non 4, and Noff 2. 

 

 
Figure 4.5. Sawtooth wave with a higher number of off-cycles. This figure is identical to Figure 4.4, 

except for the number of off-cycles. This increase in number of off-cycles resulted in increased 

proportion of time for amplitude value 1, as compared to that for value 0. The CR stimulation 

parameters used here are FR 4 Hz, Non 4, and Noff 8. The purpose of the figure is to explain the effect of 

increasing the number of off-cycles 
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4.1.2 Saturation artifact after stimuli 

After the removal of the stimulus artifact, we focused on the artifacts that contaminate the 

off-cycles. The principal artifact in the off-cycles resulted from an exponential 

decay/growth after the on-cycles. In order to select appropriate artifact removal techniques, 

it was crucial to define the exact source of the artifact. The application of an inappropriate 

technique could misrepresent the results or generate new artifacts that could be wrongly 

interpreted as a neuronal activity. As mentioned in Section 2.2.1, balanced and biphasic 

DBS pulses are used by the portable neurostimulator. A mismatch of the biphasic pulses 

can occur due to the imperfection of the fabrication of the electrical circuitry used in 

neurostimulators (Sooksood et al., 2009). This mismatch can be avoided by the 

implementation of some active or passive techniques that support the charge-balancing. 

One of the active techniques involves the use of non-integrated and large direct current 

(DC) blocking capacitors in series with the stimulation electrode (Ortmanns, 2007). These 

capacitors ensure that no DC currents are delivered to the stimulation electrode over time. 

However, it is important to discharge these capacitors frequently to avoid the saturation 

caused by DC integration, and to prevent reduction of the output voltage of the stimulator 

(Sooksood et al., 2009). The portable neurostimulator uses the active pulse balancing 

technique with the capacitors and the exponential discharge process takes place between 

stimuli.  

Additionally, the stimulation pulses can saturate the amplification system of the 

recording device (Nguyen et al., 2013, Kent & Grill, 2012). At the end of the stimulation 

periods (i.e., the on-cycles), the preamplifier should return to baseline creating a long 

discharging tail (i.e., the exponential artifact) that can be seen along the off-cycles. In the 

LFP recordings during CR DBS, a considerable variability was noticed in the exponential 

artifact shapes among electrode channels. Moreover, such variability was observed even in 

individual channels among trails of the same stimulus as indicated in Figure 4.6. This figure 

shows a number of delimited and concatenated off -cycles of LFP recording from a PD 

patient before the removal of the exponential artifact.  

The variability in the artifact shapes among off-cycles can be caused due to, e.g., the 

application of random sequence of CR stimulation through the different contacts. Another 

reason behind this variability is that an exponential decay rides on the falling tail of the 

previous artifact due to different decay times. Thus, the assumption of the regularity of 

artifact shape can no longer be considered as holding true. Due to the variability of the 

exponential artifact, it was the main artifact in the off-cycles which caused a major 

challenge for the removal process in real-time. The optimal solution in this case was to fit 

independent functions for each individual exponential artifact in the off-cycles.  
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Figure 4.6. Variability of the exponential decays in the off-cycles. The figure shows (i) a number of 

merged off-cycles of LFP recording from PD patient, (ii) the variability in steepness, and (iii) variability 

in the off-set of the artifact. This variability makes the task of separation of artifact more challenging. 

 

Polynomial fitting  

Several techniques, which are based on the subtraction of a fitting curve from the recorded 

data, are used for the removal of signal decays after stimuli. A polynomial curve is usually 

preferred to fit such decays (Wagenaar & Potter, 2002). On one hand, polynomial fitting is 

easy to implement and requires less computational effort to calculate the fitting curve. This 

approach is based on matrix multiplications and additions and does not require a large 

memory to buffer intermediate results. On the other hand, the frequency content of the 

desired signal, in some applications, lies outside the frequency content of the polynomial 

curve. For instance, if the frequency of interest is above 20 Hz and the frequency of the 

fitting curve is below 10 Hz then the frequency content of the desired signal is not affected.  

By polynomial fitting of the decays of the off-cycles in the LFP recordings during CR 

DBS, we found that the frequency content of the fitting curves was in the frequency range 

of the parkinsonian resting tremor, i.e. between 3 ï 10 Hz. Therefore, it was difficult to 

interpret these results. An example of how polynomial fitting can misrepresent the results 

is given in Figure 4.7. In this example, a polynomial curve, which was used to fit the off-

cycles, is fitted by an exponential curve. Subtracting both fitting curves from each other 

has revealed low frequencies in the fit residuals. These low frequencies were caused by the 

polynomial fitting and were found to be exactly in the frequency range of resting tremor. 

Generally, a higher order polynomial is desirable because fitting curves created by low 

order polynomials (e.g. cubic polynomial) may not be able to accurately fit the portion of 

the exponential curve. Furthermore, the use of polynomials of higher orders, such as ten or 

higher, could not overcome this shortcoming for two reasons: First, the polynomial order 

is given as a static variable before the processing starts, and cannot be changed during the 

course of the recording. So, a polynomial with order higher than that effectively required 

for fitting the given curve may even deteriorate the quality of fit because some undesirable 
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contributions may appear. Second, a polynomial of very high- order (e.g. order >15) may 

end up fitting the recorded neuronal activity itself. While removing the artifact from the 

off-cycles, the recorded neuronal activity will also get removed. Due to these limitations, a 

more sophisticated technique was required. Nevertheless, polynomial fitting was not 

completely excluded, and it was used in some optimization stages and off-line tests.  

 
Figure 4.7. Exponential fitting of a polynomial fitting curve. A: Both fitting curves seem similar on 

absolute scale. However, (B) shows that it is better to directly take the difference and compare (relative 

scale). The residual of such a difference results in a low frequency in the range of the neuronal activity, 

approximately at 7 Hz. 

 

Exponential fitting  

An exponential fitting curve can accurately describe the exponential decay in the off-cycles 

and assures that the frequency content of the recorded neuronal activity is not affected. 

Therefore, a non-linear fitting technique is required. The most well-known algorithms used 

for non-linear fitting are Gauss-Newton (Hartley, 1960, Fletcher & Powell, 1963), 

Levenberg-Marquardt (Marquardt, 1963) and the Nelder-Mead algorithm (Nelder & Mead, 

1965). The two former algorithms are based on derivatives of the objective function, 

whereas the latter is a direct search method that fit s data without derivatives.  

Non-linear fitting algorithms use the least squares method, as shown in Equation 4.7. 

Basically, they search for the global minimum, i.e. the optimal solution is found by 

minimizing the sum of the squares of the residuals ὶ among the data points ώ and the 

estimated points ὼ of the fitting curve Ὢὼȟ„, as shown in Equation 4.7 and Equation 4.8. 
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Many iterations are required to search for the optimal combination of parameters „ in order 

to fit the data points the closest.  
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where n is the total number of data points. For the real-time removal of the exponential 

artifact during CR DBS, the Nelder-Mead algorithm was implemented by using of 

Simulink blocks (routines) that can be converted into C source files. The concept of the 

Nelder-Mead algorithm is explained, and the results obtained from its implementation in 

Simulink are shown in Appendix A. 

 

Double exponential fitting 

In order to remove the exponential artifact from the off-cycles, we found that at least a 

double exponential fitting curve is required. Furthermore, it has been seen that LFP 

recordings during CR DBS show that the artifact includes both exponential decays and 

growths. The use of an exponential fitting curve with adequate exponents (positive or 

negative) increases the probability of reaching the best fit within the given number of 

iterations. Thus, we implemented both exponential fitting functions in Simulink for real-

time processing, as described in Equation 4.9 and Equation 4.10. In both equations, the 

term Ὢὼȟ„ in Equation 4.8 is replaced by the double exponential curves as follows:  
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where Ê ρȟỄȟὲ and the parameter vector is defined as „ ὥȟὥȟὦȟὦ . 

 

At the end, the control unit in the Simulink module automatically selects which fitting 

curve describes the decay of the off-cycles the closest. The choice is made based on the 

minimal sum of squares of residuals between the fitting curves and the off-cycles. 

Therefore, the implemented Nelder-Mead module in Simulink for exponential fitting 
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provides more flexibility to cope with the variability of the artifact in terms of decay/growth 

and in terms of the steepness of the artifact. An example for fitting the off-cycles of LFP 

recording, taken from a PD patient during CR DBS, by a double exponential curve, is 

shown in Figure 4.8.A. After the removal of the PLI, low frequencies (artifacts) in the 

frequency range of resting tremor were found in the fit residuals, as shown in Figure 4.8.B. 

We found that these low frequencies have multiple causes. For instance, the double 

exponential curve could not fit some off-cycles accurately due to the large amplitude of the 

PLI, as explained later in Section 4.1.6. 

 

 
Figure 4.8. Double exponential fitting of the off-cycles. A: The off-cycles (blue), which are still 

contaminated by PLI, are fitted with a double exponential curve (red). B: Residuals after the removal 

of the artifacts result in a low frequency curve. 

 

High-order exponential fitting 

Apart from the reasons mentioned so far, another reason responsible for the additive low 

frequencies in the fit residuals is described next. In some CR stimulation sessions, high FR 

and low Noff values are used. This creates short and steep exponential decays/growths in the 

off-cycles, especially directly after the on-cycles. As a result, the double exponential fitting 

curve may not describe the decay of the off-cycles accurately. One possibility to increase 

the accuracy of the fitting process is by using a high-order exponential fitting, e.g. of 5th 

order. A high-order exponential can follow the trend of the off-cycles better than that of the 

double exponential fitting.  

In Simulink, we modified the Nelder-Mead module to be able to fit a 5th order 

exponential curve to the off-cycles. The reduction of the exponential artifact by high-order 

fitting curves was effective, since low frequencies were completely removed, as illustrated 

in Figure 4.9. However, it was relatively more demanding from computational perspective, 

since conversion of the module into C source files resulted in a large source code which 

cannot be processed in real-time. Therefore, the performance of the DSP was affected. 
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Nevertheless, this module was used for numerous off-line artifact reduction tests. For the 

5th order exponential fitting the term Ὢὼȟ„ in Equation 4.8 is replaced here by the 5th 

order exponential curves, Equation 4.11 and Equation 4.12, and the parameter vector is 

defined here as „ ὧȟȣȟὧȟὨȟȣȟὨ . 
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Figure 4.9. High-order (5th) exponential fitting. A: The off-cycles (blue) are fitted with 5th order 

exponential curve (red). B: The corresponding residuals after the removal of PLI contain no low 

frequencies.  

 

Segmentation of off-cycles 

As high-order exponential fitting was computationally demanding, another solution was 

required to overcome the limitations created by the hardware and by the steepness of the 

exponential artifact. This solution was to divide the off-cycles into smaller segments. For 

instance, off-cycles which last 450 ms are divided, e.g., into three segments, each of 150 ms 

length. These segments were then fitted separately with double exponential curves. The 

off-cycles were divided maximally into three segments. After subtracting the fitting curves 

from the segments and removing the PLI, the segments were concatenated. This method 

was implemented in Simulink and tested in real-time on the LFP recordings in saline 

solution (see Figure 4.10 and Figure 4.11), as well as on short off-cycles (120 ms) of LFP 

recordings from PD patients (see Figure 4.12).   
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The LFP recordings in saline solution include no neuronal activity. Therefore, the artifact-

reduced off-cycles of these recordings should include neither low frequencies in the time 

domain nor dominant peaks in the frequency domain. Application of the segmentation 

approach on LFP recordings in saline solution and from PD patient have shown that the 

additive low frequencies caused by exponential fitting are eliminated, as shown in Figure 

4.10.C, Figure 4.11.B, and Figure 4.12.C. However, the concatenation of the segments 

caused discontinuities in the signal which in turn affected the spectral analysis. We found 

that the removal of PLI before the exponential artifact further reduced the drawback of the 

concatenation process, as explained in Section 4.1.3 and discussed in detail in 

Section 4.1.6. The removal of the exponential artifact from the off-cycles was the most 

critical stage in artifact reduction during CR DBS, since the frequency response of the 

remaining artifact lies exactly in the frequency range of interest.  

 
Figure 4.10. Segmentation of off-cycles and double exponential fitting (LFP recording in saline 

solution). A: Non-segmented off-cycles are shown in (a1). Low frequencies, which are caused by an 

inaccurate fitting, appear in the fit residuals after the removal of the exponential artifact and PLI (a2) 

and in the power spectrum (a3). B: The off-cycles are divided into two segments (indicated by a red 

arrow). The low frequencies are reduced in (b2) and (b3). C: The off-cycles are divided into three 

segments (c1). The low frequencies are further reduced in (c2) and (3).  
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Figure 4.11. A comparison for a single segment and 3-segment fitting of several concatenated off-

cycles (LFP recording in saline solution). A: The off-cycles (a1) are exponentially fitted without 

segmentation; thus, low frequencies are seen in fit residuals (a2). B: The off-cycles are divided into 

three segments (b1); thus, the low frequencies are strongly reduced (b2). 

 
Figure 4.12. Segmentation and double exponential fitting of short off-cycles, i.e., 120 ms (LFP 

recording from a PD patient). A: Non-segmented off-cycles (a1). Low frequencies appear before (a2) 

and after (a3) the removal of PLI. B: The off-cycles are divided into two segments (red arrow). The 

low frequencies are reduced in (b2) and (b3), as compared to (a2) and (a3), though still not removed 

completely. C: The off-cycles are divided into three segments (c1). The low frequencies before (c2) 

and after (c3) the removal of PLI are strongly reduced. 
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4.1.3 Power line interference  

The PLI artifact arises from the environmental electric power sources such as turning 

machines (Yacoup & Raoof, 2008). PLI is characterized by fixed frequency sinusoid with 

random amplitude and phase, and also higher harmonics (Costa & Tavares, 2009). LFP 

recordings are contaminated by PLI due to stray currents flowing through the patient and 

the cables (Levkov et al., 2005). In such environments, the patientsô body behaves like an 

antenna which attracts the electromagnetic interference signals. Thus, the PLI gets 

transformed into a virtual differential signal (Huhta & Webster, 1973, Thakor & Webster, 

1980) that cannot be suppressed even by an infinitely high common mode rejection ration 

(CMRR) (Levkov et al., 2005). The PLI in the LFP recordings during CR DBS consists of 

the fundamental 50 Hz and mostly its odd harmonics (i.e. 150 Hz, 250 Hz and 350 Hz). 

Even harmonics (i.e. 100 Hz and 200 Hz) do exist, but are rare. 

Preliminary measures, (e.g. a good isolation of the electric device and cables), 

remained inefficient in the case of a highly contaminated and weak neuronal activity. 

Although biomedical amplifiers have a very high common mode rejection ratio, biological 

signals are often contaminated by residual PLI (Levkov et al., 2005). PLI is generally 

removed by conventional analogue and digital filters. For the short off-cycles of the CR 

stimulation protocol, the main limitation to use fi lters is that they require continuous data. 

Therefore, filtering was not an efficient approach since there is a phase distortion of PLI 

caused by delimiting the off-cycles. Additionally, the exponential artifact in the off-cycles 

added low frequencies to the data when digital filters were used to remove the PLI before 

delimiting the off-cycles.  

An additional challenge of removing the PLI was the considerable variability of the 

PLI amplitude in consecutive off-cycles. For instance, for some off-cycles, the amplitude 

of PLI was three times larger than the previous or subsequent off-cycles, as shown in Figure 

4.13. In this figure, off-cycles of LFP recording from a PD patient are delimited and 

concatenated after the removal of exponential artifacts. The amplitude fluctuations is 

impulsive, and only during the off-cycles. Besides the digital filters, we tested some 

additional techniques for the removal of PLI from the off-cycles in real-time such as: 

 

Difference between two LFP channels  

A sufficient approach to remove the PLI could be by using the LFP channels themselves. 

Here, we tried to make use of the synchrony of the LFP recordings and assumed that the 

same PLI artifact should be found in the data recorded by the active contacts of the 

implanted electrode (see Section 2.2). This artifact should be removed by taking the 

difference of two LFP signals before the delimitation of the off-cycles. However, the results 

have shown that the PLI was reduced but not eliminated, as shown in Figure 4.14. This 
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shows that PLI has different amplitudes in each channel. Possible reasons for such 

differences are, for example, the variation in the impedances of the electrode contacts or 

the different lengths of connection cables. 

 

Figure 4.13. Variability of PLI amplitude in the off-cycles. The successive off-cycles last 120 ms. The 

amplitude of two off-cycles (between the third and fourth seconds) is three times larger than the 

previous and subsequent off-cycles. 

 
Figure 4.14. Difference between two LFP channels for PLI removal. A and B: Two LFP signals 

recorded by two contacts of the implanted electrode. C: A segment of the difference between 

amplitudes of both signals. D: Off-cycles of the difference are still contaminated by PLI artifact. 
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Off -cycles averaging 

Another attempt to remove the PLI was to average many off-cycles in real-time once the 

off-cycles have been delimitated. This approach worked only partially, since there is a 

phase distortion of the PLI signal caused by the delimitation of the off-cycles. During 

averaging, the amplitude of PLI was reduced to a small extent or even sometimes amplified 

as well but was never eliminated completely. The process of averaging a large number of 

off-cycles over time is shown in Figure 4.15.A. Although the amplitude of PLI was reduced, 

a remaining PLI can be clearly seen at the end of this averaging process (see Figure 4.15.C).  

 
Figure 4.15. PLI removal by averaging of off-cycles. A: A large number of off-cycles contaminated 

by PLI are averaged over time. B: The first off-cycles contaminated by large PLI. C: The result of 

averaging the off-cycles (after 1000s). Although the amplitude of PLI was reduced, a remaining PLI 

can be clearly seen at the end of this averaging process. 

 

Due to the variability in PLI amplitude and the shortness of the off-cycles, subtracting 

an independent reference signal of PLI from each off-cycles period seemed to be a more 

efficient approach. In our tests, we found that making a copy of the PLI signal and 

subtracting it from the biological signal eliminates this artifact without affecting the 

frequency components of the neuronal activity. In order to generate an independent 

reference signal of the PLI for the off-cycles, the amplitude and phase of this signal should 

be determined in real-time. This was possible through the implemented Nelder-Mead 

algorithm. The implementation of this algorithm was twofold since it was used to remove 

both the PLI and the exponential artifact (see Section 4.1.2). The steps of removing the PLI 

and harmonics from the LFP recordings during CR DBS are described as follows: 
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(i) Transformation of the off-cycles from the exponential form to a linear form by 

fi rst removing the exponential artifact, as shown in Figure 4.16.  

(ii)  Calculation of the amplitude and phase of the reference signal for the basic PLI, 

i.e., the 50 Hz, using the Nelder-Mead module.  

(iii)  Deduction of the reference signal from the off-cycles period in the linear form. 

(iv) Re-processing of the result obtained in step (iii) using the steps (ii) and (iii) for 

the odd harmonics of PLI, as shown in Figure 4.17.  

 

The algorithm copes successfully with changes in amplitude and phase of the PLI and 

harmonics. The objective of removing the PLI and its harmonics was to reveal any neuronal 

activity with fixed latency to stimulation. The end result included off-cycles without PLI 

that can be analyzed for pathological neuronal activity. The saline solution was used here 

to test the Nelder-Mead module, and the results are shown in Figure 4.16 and Figure 4.17. 

 
Figure 4.16. Transformation of the off-cycles from a non-linear form to a linear form. A: Concatenated 

off-cycles in a non-linear form. B: Off-cycles transformed into a linear form. The transformation 

enables the accurate estimation of amplitude and phase of the PLI artifact. 
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Figure 4.17. Removal of PLI from off-cycles (saline solution). A: Generation of reference signals for 

the basic PLI, i.e., 150 Hz (a1) and harmonics (a2 ï a4). The PLI artifact-free off-cycles are shown in 

(a5). B: Power spectra of the off-cycles before (b1) and after the removal of basic PLI (b2) and 

harmonics (b3 ï b4). The power spectrum of the PLI artifact-free off-cycles is shown in (b5). 
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is one of the most commonly used techniques for noise removal. Due to the short duration 
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with fixed latency. A large number of off-cycles, triggered by their onset, was mostly 

required to obtain sufficiently good results. 

 
Figure 4.18. Reduction of electrical background noise in the off-cycles (patient data). A: First off-

cycles, after the removal of exponential and PLI artifacts, are contaminated by noise. B: Average of 

665 off-cycles, results in strong reduction of noise.  

 

4.1.5 Rare movements and technical artifacts 

Besides the fore-mentioned principal artifacts in the off-cycles of the LFP recordings from 

PD patients during CR DBS, some unpredictable and rare artifacts were also observed. 

These artifacts were irregular in terms of both form and duration. Possible causes for these 

artifacts include the movements of patients or the stimulation device during recording 

sessions. In some cases, the PLI amplitude was exponentially modulated and in other cases, 

the exponential artifact was modulated by low frequencies, as shown in Figure 4.19. 

Therefore, the reference signal to be generated for PLI artifact rejection must be an 

 
Figure 4.19. Rare movement and technical artifacts in the LFP recordings. A: PLI amplitude is 

exponentially modulated. B: The exponential artifact is distorted by low frequencies. 
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exponentially modulated sinusoid at 50 Hz. That is, additional parameters affecting the 

performance of the DSP should be optimized by the Nelder-Mead algorithm.  

The rareness of these artifacts made not worth the implementation of other artifact 

reduction algorithms. Moreover, in case of averaging many off-cycles, the effect of these 

artifacts is reduced. However, if these artifacts appear frequently in the LFP recordings, 

then the analysis of these recordings would be insufficient. Such artifacts cause low 

frequency activity in the LFP recordings and cannot be classified in real-time whether they 

belong to neuronal activity or not. 

 

4.1.6 Optimal artifact reduction sequence 

Additive low frequencies in the artifact-reduced LFP signal were caused not only by using 

suboptimal fitting curves for the exponential artifact as discussed in Section 4.1.2, but also 

by using the wrong sequence when removing the artifacts. These low frequencies have 

affected the frequency content of interest even after the optimization of the exponential 

artifact removal technique. We found that the sequence of removing the exponential artifact 

and PLI was the main source of these low frequencies.  

The problem could be resolved by removing the exponential artifact first, since it is the 

most significant artifact in the off-cycles. However, the large amplitude of the PLI 

frequency (i.e. the 50 Hz signal) prevented the exponential fitting curve from accurately 

fitting the off-cycles and inducing in this way low frequency components. Both exponential 

fitting curves, before and after the removal of PLI are compared and shown 

 
Figure 4.20. Exponential fitting before and after the removal of PLI. The off-cycles (blue) are fitted 

before (red) and after (green) the removal of PLI. The difference (indicated by the black arrows) 

between both fitting curves affects the frequency content of the analyzed data. 
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in Figure 4.20. Additionally, the segmentation approach of the off-cycles (as described in 

Section 4.1.2) before the removal of PLI components caused discontinuities in the fit 

residuals. By averaging a large number of off-cycles, these discontinuities could be 

amplified due to a fixed latency to stimulation misrepresenting in this way the results of 

spectral analysis.  

Hence, we decided to optimize the removal process of PLI and exponential artifacts. 

The optimization steps were performed as follows:  

(i) The off-cycles were transformed from the non-linear to the linear form by deducting 

an initial exponential fitting curve from the off-cycles, as described at the end of 

Section 4.1.3, and presented in Figure 4.16. The Nelder-Mead module in Simulink 

required a small number of iterations to generate the exponential fitting curve, since 

it is not the primary exponential fit. The purpose of this step is simply to determine 

the amplitude and phase of PLI and harmonics since they cannot be determined 

accurately in the non-linear form. 

(ii)  Reference signals for PLI and harmonics are generated by the Nelder-Mead 

algorithm for the off-cycles in the linear form and are successively subtracted from 

the off-cycles in the non-linear form. The objective of removing the harmonics of 

PLI is to minimize the amplitude of PLI as far as possible in order to accurately fit 

the exponential artifact.  

(iii)  After the removal of PLI and harmonics from the off-cycles in the non-linear form, 

a second primary and more accurate exponential fitting curve is created. The 

number of iterations of the Nelder-Mead algorithm is increased at this step in order 

to accurately fit the off-cycles.  

(iv)  The steps (i) to (ii) were sufficient to remove the exponential artifact. However, we 

found that the PLI was not completely removed from the off-cycles. This was 

because the first exponential fitting curve in step (i) could not fit the off-cycles 

accurately and this resulted in low frequencies that modulated the PLI amplitude. 

As a result, the accuracy of determining the parameters of the reference signals of 

PLI, especially the amplitude, was reduced. To overcome this, the second primary 

exponential fitting curve was subtracted directly from the original off-cycles in the 

non-linear form, which were still contaminated by PLI. The advantages of these 

additional steps were (a) exclusion of low frequencies and (b) accurate 

determination of PLI amplitude. 

(v) The reference signals of PLI and harmonics were calculated again and deducted 

from the off-cycles in the linear form. Therefore, the exponential artifact and PLI 

were eliminated from the LFP recordings. The steps of the optimal sequence of 

removing the PLI and exponential artifact are shown in Figure 4.21.  
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Figure 4.21. Steps of the optimal artifact reduction sequence of PLI and exponential artifact (LFP 

recording from a PD patient). (i) First exponential fitting curve (red) is generated for the off-cycles 

(blue) in the non-linear form and the residuals include the PLI in the linear from. (ii) Reference signals 

of PLI and harmonics (only 50 Hz reference signal is shown here) are generated in the linear form and 

subtracted from the off-cycles in the original non-linear form. (iii) & (iv) Second primary, and more 

accurate exponential fitting curve is generated after the removal of PLI. Next, the fitting curve is 

deducted from the original off-cycles in the non-linear form, which are still contaminated by PLI. (v) 

Reference signals of PLI and harmonics (the reference signal of the 250 Hz harmonic is shown here) 

are generated again and deducted from the off-cycles in the linear form.  
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 Artifact reduction of spontaneous LFP and tremor recordings 

Artifact reduction of spontaneous LFP recordings after CR DBS was not as complicated as 

during stimulation. This is due to: (i) the continuity of input signal, (ii) the absence of 

superimposed artifacts encountered during CR DBS, particularly the exponential artifact, 

and (iii) the applicability of typical artifact reduction and data analysis techniques (e.g. 

digital filters and spectral analysis). The same also applies to the tremor recordings which 

are contaminated by PLI and electrical background noise. An additional Simulink module 

was implemented for the real-time artifact reduction of tremor and spontaneous LFP 

recordings, which includes the following techniques: 

 

4.2.1 Digital filters 

Spontaneous LFP and tremor recordings were fed to a set of successive digital filters: (i) A 

34 Hz (-3dB) low-pass filter with theoretically perfect suppression of PLI and harmonics, 

which was optimal for data sampled at 1 kHz. As it can be seen in Figure 4.22, the 

magnitude response of the low-pass filter has zeros at PLI frequency and its harmonics. (ii) 

A high-pass filter with 0.5 Hz cut-off frequency used to supress the DC and low frequency 

components. An application of the filters to LFP recording from a non-human 

 
Figure 4.22. Magnitude response of the filters used for artifact reduction of Spontaneous LFP and 

tremor recordings. A: Discrete-time low-pass filter with cut-off frequency of 34 Hz (-3dB) for optimal 

suppression of the PLI artifacts. The roots of the filter function are located at PLI and its harmonics. B: 

Butterworth high-pass filter with cut-off frequency of 0.5 Hz for the removal of DC components and 

unrelated low frequencies.  
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primate is shown in Figure 4.23. In Subplot A, the raw data is depicted, in Subplot B, the 

data after the removal of PLI is presented and in Subplot C, the signal after the removal of 

DC and low frequency components can be seen. As one can see in this subplot, the signal 

is still contaminated by electrical background noise. 

 
Figure 4.23. Application of the digital filters to a spontaneous LFP recording. A: LFP recording from 

a non-human primate. B: LFP recording after PLI artifact removal. C: The LFP recording after the 

removal of DC and low frequency components. 
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analyze changes of localized segment of a larger signal) and reveal signal aspects that other 

analysis techniques like Fourier transform miss (Strang & Nguyen, 1996). These aspects 
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wavelet de-noising technique is used to remove the electrical background noise, and to 

increase the signal to noise ratio (SNR).  

Wavelet transform uses a digital filter bank which consists of a series of high-pass and 

low-pass FIR filters to decompose a broadband signal into a collection of sub-bands with 

smaller bandwidths and lower sample rates (Strang & Nguyen, 1996). For real-time de-

noising of LFP recordings, we integrated the wavelet de-noising module12 provided by 

Simulink with our module. An example of applying the wavelet de-noising to a 

spontaneous LFP recording is shown in Figure 4.24. In this figure, LFP recording from a 

non-human primate is shown in Subplot A and the result of signal de-noising using wavelet 

transform is shown in Subplot B. The wavelet de-noising approach can also be used for the 

LFP recordings during CR DBS if  the number (duration) of off-cycles is large enough (>10 

s). For more rigorous treatment of the wavelet transform, we refer to (Strang & Nguyen, 

1996). 

 
Figure 4.24. Application of wavelet de-noising technique to LFP recordings. A: Noisy LFP recording 

from a non-human primate. B: The effect of noise removal. 

 

 
12 MathWorks, Inc., USA, version 2007a 
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Estimation of Demand for Tuning the 

DBS Parameters 

 
In the previous chapter the developed and implemented technical solutions for real-time 

artifact reduction of local field potential (LFP) and resting tremor recordings during and 

after coordinated reset (CR) deep brain stimulation (DBS) were presented. We introduced 

each type of artifact along with a description of its removal techniques. The optimization 

of the artifact reduction techniques was important to obtain a reasonable feedback signal 

for the demand-controlled application of DBS. This chapterôs focus is on the development 

and implementation of technical solutions for: (i) analysis of LFP and tremor recordings, 

(ii)  estimation of a demand for adjusting the stimulation parameters, and (iii) adjustment of 

the stimulation parameters. The analysis algorithms are dedicated to find the values of 

relevant biomarkers of pathological activity in the recorded data. Such biomarkers-values 

can be used for the estimation of demand for further stimulation and subsequently for the 

tuning of stimulation parameters.  

LFP recordings show neuronal oscillations at different frequency ranges as described 

in Section 2.1. These oscillations are associated with Parkinsonôs disease (PD) symptoms 

such as resting tremor which has been shown to be correlated to subcortical oscillations 

(Tass et al., 2010, Smirnov et al., 2008). Analysis techniques of LFP recordings are 

typically based on computations in the frequency domain such as power spectral 

density (PSD) and coherence (Brown et al., 2001, Rossi et al., 2007, Masimore et al., 2004). 

Additional techniques, e.g., autoregressive modeling have been used to study the temporal 

dependencies of the signal such as causality and stability (Huberdeau et al., 2011).  

For the short off-cycles, in the LFP recordings during CR DBS, we tested several 

analysis techniques to calculate biomarkers-values of the pathological activity. For   

spontaneous LFP and tremor recordings, spectral analysis was the main analysis tool. The 

analysis techniques are based on estimating the strength of pathological synchronized 

activities. The variation in the strength of such activities is monitored over time to quantify 

the demand for adjusting the stimulation parameters.  

 



5.1 Data analysis during CR DBS 
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 Data analysis during CR DBS 

Since the strength and variability of the stimulation artifacts during CR DBS (on-cycles) 

together with the subsequent exponential artifacts prevented a real-time analysis, we only 

analyzed the off-cycles (see Section 4.1.1). Hence, we focused on the short data segments 

(i.e., off-cycles, max. 500 ms) free of stimulation artifacts and the subsequent exponential 

artifacts. In order to calculate biomarkers of the pathological activity, the following two 

analysis methods were utilized: (i) Averaging  of off-cycles, and (ii) spectral analysis.  

 

Averaging of off -cycles  

In this analysis method, a large number of off-cycles are averaged in order to reveal peaks 

that describe neuronal response with fixed latency to stimulation. This approach is useful 

to reveal neuronal activity that has much smaller amplitude than artifacts and electrical 

background noise (Hashimoto et al., 2002). We tested this method using the off-cycles of 

LFP recordings from PD patients. These off-cycles, which last 400 ms, were modified by 

adding a simulated peak with fixed latency of 200 ms prior to the following on-cycles. The 

peak amplitude was set to 1 mV and was added before processing the data by the artifact 

reduction algorithms. After the removal of artifacts, a large number of off-cycles were 

averaged in real-time by the implemented module in Simulink. An example of averaging 

100 and 600 off-cycles, triggered by their onset, where the peak was observed to be well-

defined, is shown in Figure 5.1. The goal of applying this method to different numbers of 

off-cycles was to test its robustness and reliability. Out of these results, we conclude that 

averaging 100 off-cycles in the LFP recordings during CR DBS might be sufficient to 

detect neuronal activity, time-locked to the stimulation, if present.  

 
Figure 5.1. Real-time averaging of off-cycles with a simulated peak. A: Single noisy off-cycles period 

of LFP recording during CR DBS before averaging. The simulated peak was added to all off-cycles of 

the LFP recording. B: Averaging 100 off-cycles shows reduced noise and the simulated peak in the 

middle (red arrow). C: Averaging 600 off-cycles shows that an increased number of off-cycles further 

reduces the noise and makes the peak clearer.  
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Spectral analysis 

Spectral analysis is mainly based on the digital Fourier transformation (DFT) which 

requires continuity in the data in order to capture the power of dominant frequencies. The 

delimitation and subsequently concatenation of a large number of off-cycles causes 

discontinuities, which disturb the coefficients of the DFT and produce a ringing artifact 

(leakage effect) in the power spectrum. Discontinuities can be smoothed by weighting the 

data, e.g., with Hanning or Hamming window. However, depending on the length of the 

off-cycles, the weighting approach may cause low frequencies close to those of resting 

tremor, i.e. 3 ï 10 Hz. The concatenation of off-cycles can be useful if the onset of the off-

cycles is a time multiple of the neuronal oscillation period. For instance, if the pathological 

neuronal activity is at, e.g., 5 Hz and the onset of the off-cycles is at multiples of 200 ms, 

then the phase information will be preserved. This case was uncommon in our LFP 

recordings due to the different values of CR stimulation parameters used and the expected 

variation in the frequency of the pathological activity over time.  

To avoid losing the phase information, the spectral analysis was applied to the un-

concatenated off-cycles. Here, the off-cycles appear between the on-cycles that are set to 

zero, as illustrated in Section 4.1.1. The minimum and maximum duration of the off-cycles 

found in our LFP recordings are 120 ms and 500 ms, respectively. Our tests with simulated 

sinusoids showed that a frequency can be estimated even with a half of its period in the un-

concatenated off-cycles. However, the amplitude was reduced due to the blanking of the 

on-cycles. In order to estimate the real amplitude, the spectral power was modified as 

described in the following section.  

 

 Estimation of demand during CR DBS 

The method used an averaging of off-cycles intends to find successive peaks that 

correspond to neuronal activity. The time difference between, at least, two successive peaks 

can be used to determine their frequency. By monitoring the variation of the amplitude of 

these peaks, we can determine the strength of the pathological activity. This strength is 

measured by continuously averaging the amplitudes in real-time and is going to be used to 

quantify the demand for tuning the stimulation parameters. We applied this approach to our 

LFP recordings from four PD patients. Figure 5.2 shows two well-defined successive peaks 

of neuronal activity with fixed latency to stimulation of one patient. These peaks were 

revealed by averaging 1332 off-cycles. Because of the low amplitude of the peaks, 

averaging over a larger number of segments was necessary. For the LFP data of other 

patients, despite of the optimization of the artifact reduction algorithms, no visually clear 

peaks were found.  



5.2 Estimation of demand during CR DBS 
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Figure 5.2. Successive peaks revealed by averaging off-cycles of patientôs data. The time difference 

(double red arrow) between the two peaks is 251 ms which corresponds to neuronal activity in the 

approximate range of 4 Hz. The mean amplitude of the peaks is 0.5 mV. 1332 off-cycles were averaged. 

 

Another approach to estimate the demand value during CR DBS was to rescale the 

amplitude of the dominant frequency in the power spectrum of the un-concatenated off-

cycles. The spectral power was scaled by a factor k calculated from the CR stimulation 

parameters, i.e., the number of off-cycles (Noff) and the CR frequency (FR) of the CR pattern 

(Section 2.2.2). The scaling factor is defined as shown in Equation 5.1. 
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5.1 

 

where Ὢ is the sampling rate (1 kHz) and Ὀ  is ρȾὊȢ  

 

This method was tested on a simulated signal, consisting of the sum of two unity-height 

and white-noised sinusoids of 7 Hz and 23 Hz as shown in Figure 5.3. In this figure, two 

different sets of CR stimulation parameters are used to test the amplitude dynamics and the 

scaling factor. Our tests showed that the reduction in the amplitude is proportional to the 

shortness of the off-cycles (see Figure 5.3.D). The actual amplitude was recovered by the 

scaling factor as shown in Figure 5.3.E. Application of this method to LFP recordings 

collected from PD patients under different CR stimulation parameters showed no dominant 

frequencies. The reason behind this is either, that the pathological synchronized neuronal 

activity was reduced due to stimulation or simply that such a synchronized activity was not 

present.  

0 50 100 150 200 250 300 350 400
-1

-0.5

0

0.5

1
x 10

-3

Time [ms]

A
m

p
lit

u
d

e
 [
m

V
]

Average of 1332 off-cylces (Patient)



Chapter 5: Estimation of Demand for Tuning the DBS Parameters 

  
56 

 
Figure 5.3. Rescaling the power spectra of the un-concatenated off-cycles. A: The sum of two 

simulated, unity-height, and white-noised sinusoids at 7 Hz and 23 Hz. The same signal is shown in 

both panels. B: Delimitation of off-cycles using unity-height signals generated with two different sets 

of CR stimulation parameters: (left panel) FR 4 Hz, Noff 2 and Non 2, and (right panel) FR 4 Hz, Noff 3 

and Non 5. C: Multiplication of the signals shown in A and B. The off-cycles are delimited, and the on-

cycles are set to zero. D: Power spectra with un-scaled amplitude. E: Rescaled amplitude with scaling 

factor k: 0.5 (left panel) and k: 0.75 (right panel).  

 

 Analysis of spontaneous LFP and tremor recordings 

Spontaneous LFP activity was recorded intra- and post-operatively from PD patients and 

from non-human primates (Macaque monkeys) after CR stimulation (Section 3.2.1). 

Resting tremor was recorded from PD patients during and after CR DBS. The analysis of 

these recordings was easier than during stimulation due to continuity of data and absence 

of stimulus and exponential artifacts. The main analysis tool was the spectral analysis, 

which aimed at monitoring the variation in the strength of the pathological activity over 

time. For the off-line tests in MATLAB , we used DFT, periodogram and spectrogram 

0 100 200 300
0

1

2

Frequency [Hz]

F
F

T
 p

o
w

e
r

0 100 200 300
0

1

2

F
F

T
 p

o
w

e
r

0 2 4 6 8 10
-10

0

10

Time [s]

A
m

p
lit

u
d

e

0 2 4 6 8 10
0

0.5

1

A
m

p
lit

u
d

e

0 2 4 6 8 10
-10

0

10

Rescaling the power spectra of the un-concatenated off-cycles
A

m
p

lit
u

d
e

0 100 200 300
0

1

2

Frequency [Hz]

0 100 200 300
0

1

2

0 2 4 6 8 10
-10

0

10

Time [s]

0 2 4 6 8 10
0

0.5

1

0 2 4 6 8 10
-10

0

10

B

C

D

A

E



5.3 Analysis of spontaneous LFP and tremor recordings 

 

 
57 

functions. The last two were applied with additional options like windowing and 

overlapping of data segments. An example of applying the DFT and the spectrogram to 

LFP recording of a parkinsonian non-human primate is shown in Figure 5.4. This figure 

presents 12 s of raw data in Subplot A. The results of spectral analysis are shown in 

Subplots B and C where an activity at 8 Hz can be seen. DFT was performed on non-

overlapping sections of equal length, i.e., 1024 points, giving a frequency resolution of 

0.98 Hz. The spectrogram overlapped segments of equal length (i.e., 512 points), 

overlapping of 500 points, and frequency resolution of 0.1 Hz. Spectrograms were used at 

first to locate the epochs of the dominant frequencies in the recorded data.  

 
Figure 5.4. Spectral analysis of spontaneous LFP recordings. A: Raw LFP recording from a non-human 

primate after CR DBS. B: DFT of the recording shows neuronal activity around 8 Hz. C: Spectrogram 

of the LFP recording shows the same activity as in B as a function of time.  

 

We analyzed the recordings of the three contacts in order to estimate the strength of 

the pathological activity in the brain layers where the different contacts are placed. An 

example of two LFP signals, which were recorded by two contacts (i.e., C1 and C2) from 

a non-human primate are shown in Figure 5.5. The amplitude of the recorded activity is 

lower on the first contact. Possible reasons for such a difference in amplitude could be 

dissimilar contact impedances or/and that one contact was closer to the synchronized 

neuronal population than the other. The variation in the pathological activity in terms of 
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frequency and amplitude indicates the need for estimating different demand values for the 

different contacts.  

 

 
Figure 5.5. Spectral analysis of spontaneous LFP recordings of two contacts from a non-human primate. 

A1 and A2: LFP activity recorded by two contacts on the implanted electrode, i.e., C1 and C2, 

respectively. B1: Power spectrum of the recording in A1 shows an activity in the range 8 ï 13 Hz. B2: 

Power spectrum of the recording in A2 shows similar activity as in B1, but with higher amplitude. This 

difference in the amplitude indicates the need for different demand values.  

 

 Estimation of demand with spontaneous LFP and tremor 

recordings 

In order to calculate the demand value in the spontaneous LFP and tremor recordings, we 

monitored the variation in the amplitude of the dominant frequencies over time. An 

example of such a variation is shown in Figure 5.6. In this figure, a section of 30 s LFP 

recording from a non-human primate after CR stimulation is divided into three segments 

(each of 10 s). Then, a periodogram (single sided amplitude spectrum) is applied to each 

segment. The results show that the amplitude of the LFP activity is reduced in the second 

segment and further reduced in the third one. This variation in the amplitude can be used 
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to evaluate the strength of the pathological activity and to estimate the demand value in a 

continuous manner.  

 
Figure 5.6. Time-evolving power spectrum of a spontaneous LFP recording from a non-human primate. 

A: LFP recording, which lasts 30 s, is divided into 3 segments each of 10 s (indicated by colors). 

B: Power spectra of the three segments show a reduction in the amplitude of the recorded activity if 

time evolves.  

 

The implemented Simulink module for real-time data processing consists of different steps 

that include artifact reduction (using the methods presented in Section 4.2), data analysis, 

and estimation of the demand value. The following steps are involved in the data analysis 

and are explained in detail: 

 Preprocessing: The aim of this step is to prepare the recorded data for the analysis 

process. The data is first buffered and divided into data segments. A buffer size of 4096 

(212) samples is used for both wavelet de-noising (explained in Section 4.2.2) and spectral 

analysis. This buffer size indicates that every 4 seconds a new frequency value is estimated. 

Furthermore, our tests showed that an overlap of data segments increases the probability of 

detecting a dominant frequency, but it causes discontinuities in the output signal. We used 

an overlap of 1024 samples and the discontinuities were reduced by the wavelet de-noising 

filters without affecting the detected frequencies.  

Detection of dominant frequencies: The frequency content of the buffered data is then 

analyzed using the periodogram function. The latter shows the distribution of the power 

contained in the signals over a frequency range of 3 ï 43 Hz, where each frequency is 

resolved by 4 bins, i.e., a frequency resolution of 0.24 Hz. The frequency with highest 

power in the output of the periodogram is marked as a dominant frequency for the current 
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data segment. This step is repeated for 20 successive segments, i.e., 20 frequency values 

are detected and buffered. Once a dominant frequency is detected, its power is set to zero 

in order to detect the next dominant frequency as illustrated in the flow diagram in Figure 

5.7. As each frequency in the power spectrum is resolved by 4 bins, the amplitude-bin of 

the detected frequency ± 1 bins are set to zero. The first dominant frequency is mostly used 

for the estimation of the demand value. However, if this frequency represents a known 

artifact (e.g., an interference), it is useful to detect the second highest peak in the power 

spectrum. A maximum of three frequencies can be detected in each data segment by the 

Simulink module. 

 

Detection of 
first dominant 

frequency

Detection of 
second 

dominant 
frequency

Setting the 
first frequency 
peak to zero

Setting the 
second 

frequency 
peak to zero

Power
 spectrum

. . .

 
Figure 5.7. Flow diagram for successive detection of dominant frequencies in the power spectrum of 

spontaneous LFP and tremor recordings. 

 

Histogram: The aim of this step is to evaluate the distribution of the 20 buffered 

frequency values and to find which frequency is more common in the recorded data. To 

this end, a histogram is used, in which each detected frequency is represented by 4 bins, 

giving a frequency resolution of 0.25 Hz. Then, a threshold is set which implies that each 

frequency should appear at least 12 times in the 20 buffered values. If the distribution of a 

frequency is below this threshold, this frequency value is discarded. The goal of the 

threshold and the 20 buffered values is to find reliable and stable pathological oscillations 

in the LFP and tremor recordings. Examples of the different histograms are shown in Figure 

5.8. When a dominant frequency passes the threshold, its index is divided by 4 (i.e., the 

number of bins in the histogram) to get the frequency value in Hz.  

Estimation of amplitude: The corresponding amplitudes of the 20 detected frequencies 

are estimated from the power spectrum and buffered simultaneously. When a dominant 

frequency passes the threshold in the histogram, all corresponding amplitudes are extracted 

and averaged (divided by the distribution value). This step is done to get the instantaneous 

amplitude of the current pathological activity, as illustrated in Figure 5.9. 

After the estimation of the amplitude, the input signal is shifted by one segment. The 

steps described above are then repeated to evaluate whether the new data segment affects 

the distribution of frequencies or not. The amplitude value is then either updated or the 

stimulation continues with the current value. This approach results in an amplitude value 

every 4 s which can be used to adjust the stimulation parameters. 
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Figure 5.8. Histograms of the 20 detected and buffered frequencies. A: The distribution of a dominant 

frequency is above the threshold which is set to 12. The frequency is at 5.25 Hz (index 21 divided by 

4). B: Case where a low frequency (here at 1 Hz) outside the range of interest is dominant. C: The 

distribution of a dominant frequency is below the threshold and the variation of this frequency is 

indicated by the bins next to it. 
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Figure 5.9. Real-time averaging of the amplitudes of the detected frequencies. The 20 detected 

frequencies are compared with respect to the estimated frequency with maximum distribution in the 

histogram. A logical flag (1/0) indicates the match and mismatch of the values, respectively. The logical 

flags are multiplied by the corresponding amplitudes to select the related amplitudes, which are 

averaged to determine the strength of the current pathological activity.  
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The steps described above are repeated in three phases to detect three dominant 

frequencies in each data segment as shown in Figure 5.7. The threshold of the frequency 

distribution is reduced in case of the second dominant frequency. The reason behind this is 

that the amplitude of the second dominant frequency is often lower than the first one and 

hence, it has a lower probability to be detected. This situation can be described as throwing 

a dice that has sides with different areas. At the time of throwing the dice, the maximal 

probability is given for the side with the largest area which mostly faces the ground. If we 

set the threshold value to, e.g., 50 % (10 results of 20) for the first frequency, it should be 

35 % for the second frequency and even less for the third frequency. However, when the 

amplitude of the detected frequency could not be distinguished from noise, then it would 

not reach the threshold. Moreover, by increasing the frequency resolution of the 

periodogram, it is possible to detect the frequency variations (see Figure 5.8). However, 

this reduces the probability of detecting the main frequency. In order to use a high-

frequency resolution and increase the probability of detecting a dominant frequency, we 

reduced the threshold value to 7 and 5 for the first and second frequencies, respectively. A 

flow diagram that summarizes the steps of estimating the amplitude of pathological activity 

for the demand-controlled application of DBS is shown in Figure 5.10. 
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Figure 5.10. Flow diagram for estimating the amplitude of two dominant frequencies. 
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5.4.1 Tests with LFP and tremor recordings 

The implemented module was tested on different data: (i) stimulation signals generated by 

the portable neurostimulator and recorded from a simple electrical circuit, (ii) LFP 

recordings from non-human primates, and (iii) spontaneous LFP and tremor recordings 

from PD patients. 

 

Tests with an electrical circuit  

The objective of these tests was to investigate the performance of the implemented module 

in detecting dominant frequencies. Another objective was to test the possibility of applying 

this approach to LFP recordings during CR DBS. The four contacts of the stimulation 

electrode were connected to three resistors each of 1 kÝ and a reference. We set the CR 

stimulation parameters such that long off-cycles result (Non 1, Noff 15, and FR 1 Hz). For 

these tests, the off-cycles were concatenated and the length of each off-cycle was 15 s. The 

stimulation signals were sent to the electrical circuit and recorded simultaneously. Later, 

we added simulated sinusoids, with low amplitudes (i.e., 100 ï 500 µV), to the recorded 

data before removal of artifacts.  

Two tests were performed with two different sets of sinusoids. In the first test, the sum 

of five sinusoids with the same amplitude and different frequencies were added to the 

recorded data. In the second test, the same five sinusoids were used but with different 

amplitudes, as illustrated in Table 5.1. We selected frequencies close to each other to 

evaluate the ability of the module to detect these frequencies individually. For these tests, 

we extended our module to make it able to detect five frequencies.  

 Figure 5.11 shows that all sinusoids were detected. In the first test, the frequencies 

were detected nearly simultaneously, since all of them have the same probability to be 

detected, i.e. the same amplitude. In the second test, the detection order of the sinusoids 

was according to their amplitudes. The sinusoid with maximum amplitude (highest 

probability) was detected in the first phase, whereas the frequency with lowest amplitude 

was detected by the last phase.  

 

Table 5.1. Two different sets of sinusoids used to test the implemented module. 

Test 1 Test 2 

Frequency [Hz] Amplitude [µV] Frequency [Hz] Amplitude [µV] 

4  300  4 100 

5 300 5 200 

7 300 7 300 

9 300 9 400 

15 300 15 500 
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Figure 5.11. Tests with simulated sinusoids and signals recorded from an electrical circuit. A: Results 

of test 1. Sinusoids with the same amplitude are detected during all phases (indicated by colors) of the 

implemented module. B: Results of test 2. Sinusoids with different amplitudes are detected according 

to their amplitudes. Frequency component with highest and lowest amplitudes are detected at first 

(blue) and last (magenta) phases, respectively. Values at the zero line indicate that no frequency 

component is detected during this phase. 

 

LFP recordings from non-human primates  

We also tested the module retrospectively using LFP recordings collected from 

parkinsonian non-human primates. Scaled-down version of the human electrode (described 

in Section 2.2) was implanted in the brain of three Macaque monkeys in order to record 

LFP activity intra-operatively. More than 20 recordings from each side of the brain were 

taken over 4 months (for more details see Section 3.2.1). The algorithm was able to detect 

dominant frequencies within different frequency bands and monitor the changes in the 

amplitudes of these frequencies. The amplitudes of some of these frequencies were present 

in a larger number of recordings and were approximately constant over time. We performed 

later some experiments in the surgery room (in Peking, China), and found that some of the 

detected frequencies are interferences caused by machines in the background, this holds 

especially for the peaks at 9.75 Hz and 16.5 Hz (see Figure 5.12). Therefore, these peaks 

were marked as known artifacts in the implemented module in order to prevent them from 
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being recognized as neuronal activity during the analysis process. Other peaks were found 

and might represent synchronized, pathological neuronal activities, i.e., the peak detected 

at 6 Hz and around 3 Hz.  

 

 
 

Figure 5.12. Detected frequencies in LFP recording from a non-human primate. The frequencies were 

detected using the implemented 5-phase module. The peaks at 9.75 Hz and 16.5 Hz are artifacts, 

whereas the peaks at 6 Hz and around the 3 Hz could reflect neuronal activities. 

 

Spontaneous LFP recordings from PD patients 

The implemented module was also tested retrospectively on LFP recordings from a PD 

patient with bilateral tremor-dominant of both hands. The LFP activity was recorded from 

the patient over three days using the portable neurostimulator, in an externalized setting, 

i.e. before leads being connected to the implantable pulse generator (IPG). Similar sets of 

CR stimulation parameters were used, which differ only in the value of FR. The latter was 

chosen to be 16.5 Hz, 20 Hz, and 12 Hz in the three stimulation days. The other CR 

stimulation parameters had the following values: amplitude (A) was 4 mA, pulse width 

(PW) 60 µs, balancing pulse width (BPW) 600 µs, number of pulses per burst (N) 6, Non 4, 

Noff 2, and the intra-burst frequency (HF) was 130 Hz. The activation sequence of the 

stimulation contacts was randomized. LFP activity was recorded bipolarly between three 

contacts (0, 1 and 2) starting from the tip and uppermost contact (in this experiment, the 

contact 3 was used as a reference). Therefore, three contact pairs 0-3, 1-3, and 2-3 were 

used for the LFP recording (for more details on the CR stimulation parameters and patterns 

see Section 2.2.2).  

The implemented module estimated the dominant frequency, the amplitude and the 

standard deviation of the amplitude over time, as shown in Figure 5.13. This figure displays 
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the LFP recordings of the contact pairs 0-3 and 1-3 of the left side during the first and the 

last experimental day. In the first day, data was recorded before first stimulation session 

and in the last day, after the last stimulation session. The time difference between two 

stimulation sessions in one day was at least one hour. The change in the synchronicity of 

the pathological neuronal activity in both channels can be seen between the first and last 

day. The amplitude of the synchronous activity was remarkably reduced. This could 

indicate that a fewer number of neurons participated in the synchronized neuronal activity 

on the last day due to CR stimulation. 

 

Tremor recordings from PD Patients 

During and between CR DBS stimulation sessions accelerometers were placed on the limbs 

of PD patients that manifested resting tremor. Some patients had tremor on both hands such 

the one whose LFP data was discussed in the previous section. The tremor recordings of 

both hands of this patient were analyzed using the implemented module and the results are 

shown in Figure 5.14. In this figure a comparison between the first and last day is displayed. 

The module has estimated the frequency and amplitude of resting tremor over time around 

5 Hz as shown in the middle panel. These results were also corroborated after visualizing 

the video streams of the patient. Frequency component at 10 Hz might be a harmonic of 

the detected 5 Hz. The amplitude of tremor was reduced on the last day respect to the first 

day for both hands. This reduction of amplitude is in accordance with the reduction of 

activity power measured in the LFP recordings.  
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Figure 5.13. Monitoring the dominant activities in the spontaneous LFP recordings. The module 

estimates the strength (i.e., the amplitude) of dominant frequencies over time in the spontaneous LFP 

recordings from a PD patient that showed resting tremor. A1 and B1: Raw LFP recordings of two 

contacts of the implanted electrode on the first day (top panel). A2 and B2: Spontaneous LFP recordings 

of the same contacts on the last day (i.e., after three days of stimulation). The middle panels show the 

detected frequencies and the estimated amplitudes over time. One can observe the reduction of 

amplitude of the detected frequencies on the last day with respect to the first day.  
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Figure 5.14. Monitoring the strength and frequency of tremor. The module detects the dominant 

frequencies and estimates their amplitude in the tremor recordings from a PD patient.  A1 and B1: 

Tremor recordings from two accelerometers placed on both hands on the first day (top panel). A2 and 

B2: Tremor recordings from the same accelerometers on the last day. The middle panels show the 

detected frequencies and the estimated amplitudes over time. A reduction of tremor amplitude on the 

last day with respect to the first day can be observed (bottom panels). The reduction in the amplitude 

is in line with the reduction of LFP activity shown in Figure 5.13.  
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 Tuning of CR stimulation parameters 

The LFP and tremor recordings are analyzed to calculate biomarkers-values that can be 

used as a criterion to quantify the demand for tuning the stimulation parameters, i.e., for 

the development of an adaptive DBS system. Such a system aims at continuously adapting 

the DBS parameters to either the clinical fluctuations typical of advanced PD or to 

modifications of the physiological activity caused by therapeutic effects. The detected 

dominant frequencies in thespontaneous LFP and tremor recordings (see Section 5.3 

and 5.4) are used to evaluate the strength of the pathological activity. Our proposed concept 

is to monitor and compare the amplitudes of these frequencies in successive data segments 

in order to calculate the demand value. If the current amplitude of the pathological activity 

is higher than the previous one, the value of the stimulation parameter should be increased 

and vice versa.   

Therefore, a module for the adjustment of the CR stimulation parameters is 

implemented in Simulink. This module uses the tremor recordings as a feedback signal to 

adjust the CR DBS parameters in real-time. The tremor recordings are first filtered, with 

Butterworth band-pass filters, in such a way that the magnitude response of the filters 

includes the pathological activity ±2 Hz. Then, the filtered signal is divided into successive 

segments of 200 ms. The strength of the pathological activity is estimated in the module by 

the standard deviation of the signal. The standard deviation value in the first segment is 

delayed to be compared with the subsequent value. If the current value differs from the 

previous one, a logical flag (i.e., 1) is raised to indicate the demand for adjusting the 

stimulation parameter. Otherwise, the stimulation continues with the current value. Both 

values should be greater than zero. The current value is divided by the delayed one to 

calculate a scaling factor, which is then multiplied by the selected stimulation parameter. 

Since the strength of tremor can vary between patients, a calibration is also available in the 

module to set the maximum values. The initial values of the stimulation parameters can be 

set by the clinicians, and the maximum and minimum values of the stimulation parameters 

are restricted.    

In order to demonstrate the real-time adjustment of CR DBS parameters, tests were 

performed with tremor-like signals generated by a healthy subject and recorded by the 

portable neurostimulator. The signals were analyzed by the above described module. An 

accelerometer was placed on the right hand of the subject who imitated tremor with 

different frequencies and amplitudes. Six tests were performed to adjust four CR 

stimulation parameters during sequential and random CR stimulation, as well as during HF 

DBS. These parameters are: the amplitude, number of pulses, number of on-cycles, and 

number of off-cycles. During the tests, the other CR stimulation parameters were set to 

constant values as follows: FR 4 Hz, PW 120 µs, BPW 1200 µs, N 10, and HF was 130 Hz. 
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In each test, which lasts 80 s, only one stimulation parameter was adjusted at a time. The 

tests include:  

(i)  Amplitude modulation during standard HF DBS. Figure 5.15 shows a 

tremor-like recording of a control subject and the corresponding 

spectrogram. The latter displays the variation in frequency and amplitude of 

the recording over time. Specifically, the variation in the amplitude is used 

to modulate the amplitude of the HF stimulation pulses on one contact of 

the DBS electrode. The amplitude is increased for higher tremor and vice 

versa. The single charge-balanced stimulation pulses were presented in 

Figure 2.3. In this test, the maximum amplitude was set to 0.5 mA 

considering the rebound effect that can cause strong response when 

stimulation is turned off (Trottenberg et al., 2001, Muta et al., 2001). 

(ii)  Amplitude modulation during sequential CR DBS. Figure 5.16 shows how 

the variation in the strength of the imitated tremor is used to tune the 

amplitude of the CR stimulation pulses. In this case, the amplitude is 

increased for higher tremor and vice versa. The output signals of the portable 

neurostimulator shows the amplitude modulation of the sequential bursts of 

stimulation pulses. These signals were sent to three contacts (C0: blue, C1: 

red and C2: green) of the DBS electrode, while the fourth contact was used 

as a reference. The amplitude was restricted to the range 0 ï 2 mA during 

the tests with CR stimulation protocols.  

(iii)  Amplitude modulation during random CR DBS. Figure 5.17 shows the 

tuning of the amplitude of the CR stimulation pulses due to the variation in 

the strength of the imitated tremor. As in (i) and (ii), the amplitude is 

increased for higher tremor and vice versa. Subplot D shows the sum of the 

output signals of the portable neurostimulator and the amplitude modulation 

of the random bursts of stimulation pulses. These signals were sent to the 

three contacts of the DBS electrode as described previously. 

(iv)  Adjustment of the number of pulses during random CR DBS. Figure 5.18 

shows how the variation in the strength of the imitated tremor is used to 

adjust the number of pulses in the CR stimulation bursts of the three 

contacts. Subplot D shows that tremor with higher amplitude results in 

increased number of stimulation pulses and vice versa. The minimum and 

maximum number of pulses was set to 1 and 10.  

(v)  Adjustment of the number of on-cycles during sequential CR DBS. Figure 

5.19 shows the adjustment of the number of on-cycles due to the variation 

in the strength of the imitated tremor. Subplot D shows that high tremor 

amplitude results in an increased number of on-cycles and vice versa. The 

minimum and maximum number of on-cycles was set to 1 and 3.  
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(vi)  Adjustment of the number of off-cycles during sequential CR DBS. Figure 

5.20 shows how the number of off-cycles is tuned according to the variation 

in the strength of the imitated tremor. The minimum and maximum number 

of off-cycles was limited to 0 and 1. In the initial case, the stimulation 

protocol includes one off-cycle, as can be seen in subplot D, time axis [43 ï 

47] s. However, the number of off-cycles is reduced to 0 for an increased 

tremor amplitude as can be seen in time axis [41 ï 43] s. 

 

The portable neurostimulator sent the tuned CR stimulation signals to an electrical 

circuit, where the four contact cables were connected to three resistors, each of 1 kÝ, and 

a reference. The stimulation signals were then recorded from the electrical circuit by a data 

acquisition card13 and monitored using the software LabVIEW SignalExpress14 on the 

programing laptop described in Section 3.1. The imitated tremor signals, their 

spectrograms, and the continuous adjustment of the different CR stimulation parameters 

(the output signals of the portable neurostimulator) are illustrated from Figure 5.15 to 

Figure 5.20. All these figures present the real-time adjustment of the stimulation parameters 

according to the strength of tremor measured by the standard deviation of the amplitude. In 

order to investigate the changes in amplitude through spectral analysis in real-time, the 

technical realization requires some hardware modifications and a more powerful processor 

as it is going to be discussed in the next chapter. 

 

 

 

 

 

 

 

 
13 cDAQ-9171 Measuring and Testing Equipment from National instruments, Hungary. 
14 LabVIEW SignalExpress 2012 from National instruments 
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Figure 5.15. Real-time amplitude modulation during HF DBS. A: Tremor-like recording during HF 

stimulation. B: Spectrogram of the recorded data shows the variation in frequency and amplitude of the 

tremor-like recording displayed in Subplot A over time. This variation is monitored and used to 

modulate the amplitude of the HF stimulation pulses. C: Amplitude modulation of the HF stimulation 

pulses where the maximum amplitude was restricted to 0.5 mA. D: Magnified plot of signal represented 

in (C) (see time axis). The amplitude of stimulation pulses is increased for higher tremor amplitude and 

vice versa. The single charge-balanced stimulation pulses were presented in Figure 2.3.   
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Figure 5.16. Real-time amplitude modulation during sequential CR DBS. A: Tremor-like recording. 

B: Spectrogram of the recorded data shows the variation in frequency and amplitude of the signal 

displayed in Subplot A over time. This variation is used to adjust the amplitude of the CR stimulation 

pulses. C: Output signals (three channels) of the portable neurostimulator show the amplitude 

modulation of the CR stimulation pulses of the three contacts (C0: blue, C1: red and C2: green). The 

minimum and maximum amplitude modulation was set to 0 and 2 mA. D: Magnified plot of the sum 

of the signal presented in (C) (see time axis). The amplitude of stimulation pulses is increased for higher 

tremor amplitude and vice versa.   
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Figure 5.17. Real-time amplitude modulation during random CR DBS. A: Tremor-like recording. 

B: Spectrogram of the recorded data shows the variation in frequency and amplitude of the tremor-like 

recording showed in Subplot A over time. This variation is used to adjust the amplitude of the CR 

stimulation pulses. C: Output signals (three channels) of the portable neurostimulator show the 

amplitude modulation of the CR stimulation pulses of the three contacts (C0: blue, C1: red and C2: 

green). The minimum and maximum amplitude modulation was set to 0 and 2 mA. D: Magnified plot 

of the sum of the signal presented in (C) (see time axis). The amplitude of stimulation pulses is 

increased for higher tremor amplitude and vice versa.   














































































































